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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.587
	1
	-
	Rel-16
	Incorrect reference
	F
	16.0.0
	C1-202022
	Ericsson
	eV2XARC
	2, 6.2.6
	 

	24.587
	2
	3
	Rel-16
	PC5 unicast link security establishment
	B
	16.0.0
	C1-204099
	Qualcomm Incorporated
	eV2XARC
	2, 3.1, 3.2, 6.1.2.2.2, 6.1.2.2.3, 6.1.2.6.1, 6.1.2.6.2, 6.1.2.6.3, 6.1.2.6.4, 6.1.2.6.5, 6.1.2.6.6, 6.1.2.6.6.1 (New), 6.1.2.7.1, 6.1.2.7.2, 6.1.2.7.3, 6.1.2.7.4, 6.1.2.7.5, 6.1.2.7.6, 6.1.2.7.6.1 (New), 7.3.1.1, 7.3.1.a (new), 7.3.1.b(new), 7.3.1.c(new), 7.3.1.x (New), 7.3.2.1, 7.3.a (New), 7.3.a.1 (New), 7.3.b (New), 7.3.b.1 (New), 7.3.c (New), 7.3.c.1 (New), 7.3.d (New), 7.3.d.1 (New), 7.3.d.2 (New), 7.3.d.3 (New), 7.3.d.4(New), 7.3.d.5(New), 7.3.e (New), 7.3.e.1 (New), 7.3.e.2 (New), 7.3.e.3 (New), 7.3.e.4 (New), 7.3.f (New), 7.3.f.1 (New), 8.4.1, 8.4.9, 8.4.a (New), 8.4.b (New), 8.4.c (New), 8.4.d (New), 8.4.e (New), 8.4.f (New), 8.4.g (New), 8.4.h (New), 8.4.i (New), 8.4.j (New), 8.4.k(new), 8.4.m(new),10.3
	 

	24.587
	3
	1
	Rel-16
	NR PC5 unicast security policy provisioning
	B
	16.0.0
	C1-203119
	Qualcomm Incorporated, Ericsson
	eV2XARC
	5.2.3
	 

	24.587
	4
	3
	Rel-16
	PC5 unicast link re-keying procedure
	B
	16.0.0
	C1-204101
	Qualcomm Incorporated
	eV2XARC
	6.1.2.1, 6.1.2.x (New), 6.1.2.x.1 (New), 6.1.2.x.2 (New), 6.1.2.x.3 (New), 6.1.2.x.4 (New), 6.1.2.x.5 (New), 7.3.g (New), 7.3.g.1 (New), 7.3.g.2 (New), 7.3.g.3 (New), 7.3.g.4 (New), 7.3.g.5 (New), 7.3.h (New), 7.3.h.1 (New), 8.4.1, 8.4.x (New), 10.3
	 

	24.587
	5
	3
	Rel-16
	Adding general subclause on security of PC5 signalling messages
	B
	16.0.0
	C1-204097
	Qualcomm Incorporated
	eV2XARC
	6.1.2.1a (New), 6.1.2.1a.1 (New), 6.1.2.1a.2 (New), 6.1.2.1a.2.1 (New), 6.1.2.1a.2.2 (New), 6.1.2.1a.2.3 (New), 6.1.2.1a.3 (New)
	 

	24.587
	7
	1
	Rel-16
	Add the missing figure for UE-requested V2X policy provisioning procedure
	F
	16.0.0
	C1-202639
	OPPO
	eV2XARC
	5.3.2.2
	 

	24.587
	9
	1
	Rel-16
	Non-standardized QoS characteristics over PC5-S
	F
	16.0.0
	C1-202704
	OPPO
	eV2XARC
	8.4.5
	 

	24.587
	10
	2
	Rel-16
	Remove FFS on GFBR and MFBR for UL and DL
	F
	16.0.0
	C1-202867
	OPPO, Ericsson
	eV2XARC
	8.4.5
	 

	24.587
	11
	3
	Rel-16
	Group size and member ID from application layer for groupcast
	F
	16.0.0
	C1-204079
	OPPO, vivo
	eV2XARC
	6.1.3.2.1.1, 6.1.4.2.1.1, 6.1.4.2.1.2
	 

	24.587
	12
	1
	Rel-16
	Clarifications on configuration parameters for the PC5 QoS profile
	F
	16.0.0
	C1-202758
	LG Electronics
	eV2XARC
	5.2.3
	 

	24.587
	13
	2
	Rel-16
	Handling of link establishment accept
	F
	16.0.0
	C1-202908
	vivo, InterDigital, Ericsson
	eV2XARC
	6.1.2.2.3, 6.1.2.2.4
	 

	24.587
	14
	1
	Rel-16
	Handling of the link modification accept
	F
	16.0.0
	C1-202739
	vivo
	eV2XARC
	6.1.2.3.3, 6.1.2.3.4
	 

	24.587
	15
	4
	Rel-16
	ENs resolving in modification pocedure
	F
	16.0.0
	C1-202913
	vivo, Ericsson
	eV2XARC
	6.1.2.3.2, 6.1.2.3.5, 8.4.9
	 

	24.587
	16
	1
	Rel-16
	Updates to the link release procedure
	F
	16.0.0
	C1-202741
	vivo
	eV2XARC
	6.1.2.4.2, 6.1.2.4.3, 8.4.9
	 

	24.587
	17
	1
	Rel-16
	Correction of the timers of link identifier update procedure
	F
	16.0.0
	C1-202742
	vivo
	eV2XARC
	6.1.2.5.2, 6.1.2.5.3, 6.1.2.5.4, 6.1.2.5.5, 6.1.2.5.7.1, 6.1.2.5.7.2, 10.3
	 

	24.587
	18
	3
	Rel-16
	Encoding of link identifier update messages and parameters
	F
	16.0.0
	C1-204128
	vivo, InterDigital, CATT
	eV2XARC
	7.3.a(new), 7.3.b(new), 7.3.c(new), 7.3.d(new) 8.4.1, 8.4.x(new)
	 

	24.587
	19
	1
	Rel-16
	Handling of link identifier update not accept
	F
	16.0.0
	C1-202744
	vivo
	eV2XARC
	6.1.2.5.6
	 

	24.587
	20
	4
	Rel-16
	Handling of PC5 unicast QoS flow match and establishment
	F
	16.0.0
	C1-204158
	vivo, Huawei, HiSilicon, Ericsson, OPPO
	eV2XARC
	6.1.2.2.2, 6.1.2.2.3, 6.1.2.2.4, 6.1.2.3.2, 6.1.2.3.3, 6.1.2.3.4, 6.1.2.X(new), 6.1.2.y(new)
	 

	24.587
	21
	8
	Rel-16
	Handling of PC5 broadcast QoS flow match and establishment
	F
	16.0.0
	C1-204159
	vivo, Ericsson
	eV2XARC
	6.1.3.2.1.2
	 

	24.587
	23
	4
	Rel-16
	Timer values for timers of PC5 unicast link management procedures
	F
	16.0.0
	C1-204103
	Huawei, HiSilicon
	eV2XARC
	10.3
	 

	24.587
	24
	2
	Rel-16
	Correction to the privacy timer
	F
	16.0.0
	C1-203290
	Huawei, HiSilicon
	eV2XARC
	6.1.3.2.4, 10.4 (new)
	 

	24.587
	25
	3
	Rel-16
	Correction for the target user info in the DIRECT LINK ESTABLISHMENT REQUEST message
	F
	16.0.0
	C1-204077
	Huawei, HiSilicon
	eV2XARC
	6.1.2.2.2, 7.3.1.2
	 

	24.587
	26
	1
	Rel-16
	Correction for the IP address configuration IE in the DIRECT LINK ESTABLISHMENT ACCEPT message
	F
	16.0.0
	C1-202731
	Huawei, HiSilicon, Ericsson
	eV2XARC
	6.1.2.2.3
	 

	24.587
	27
	1
	Rel-16
	Correction for the link local IPv6 address IE in the DIRECT LINK ESTABLISHMENT ACCEPT message
	F
	16.0.0
	C1-202732
	Huawei, HiSilicon
	eV2XARC
	6.1.2.2.3
	 

	24.587
	28
	6
	Rel-16
	Defining new parameters needed for the Link Identifier Update procedure
	F
	16.0.0
	C1-204173
	InterDigital
	eV2XARC
	6.1.2.5.2; 6.1.2.5.3; 6.1.2.5.4.
	 

	24.587
	29
	2
	Rel-16
	Maximum number of NR PC5 unicast links for a UE
	C
	16.0.0
	C1-202919
	Huawei, HiSilicon, Ericsson
	eV2XARC
	6.1.2.2.1, 6.1.2.2.2,6.1.2.2.5
	 

	24.587
	31
	-
	Rel-16
	Resolution of editor's note under 5.2.3
	F
	16.0.0
	C1-202438
	Huawei, HiSilicon
	eV2XARC
	5.2.3
	 

	24.587
	32
	-
	Rel-16
	Resolution of editor's note under 6.1.2.5.2
	F
	16.0.0
	C1-202439
	Huawei, HiSilicon
	eV2XARC
	6.1.2.5.2
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