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	Reason for change:
	The specification defines a new T5xyz timer used for transmission of broadcast mode V2X communication over PC5 (clause 6.1.3.2.4).

However, that timer is not properly specified.

	
	

	Summary of change:
	A new clause for Timers of PC5 broadcast mode communication under the clause 10 is defined to describe T5xyz which gets a number assigned (T5020).

	
	

	Consequences if not approved:
	The specification does not provide proper description of the new T5xyz timer used for transmission of broadcast mode V2X communication over PC5.
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The only change as compared to the version agreed at CT1#123-e is to remove the duplication about the start of T5020 which was stated under  the “cause of start” and “on expiry” fields of the PC5 mode communication timers table.
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* * * First Change * * * *
[bookmark: _Toc533170269][bookmark: _Toc34388660][bookmark: _Toc34404431]6.1.3.2.4	Privacy of V2X transmission over PC5
Upon initiating transmission of V2X communication over PC5, if:
a)	the V2X service identifier of a V2X service requesting transmission of V2X communication over PC5 is in the list of of V2X services which require privacy for V2X communication over PC5 as specified in clause 5.2.3; and
b)	the UE is located in a geographical area in which this V2X service requires privacy for V2X communication over PC5 as specified in clause 5.2.3, or the UE is not provisioned any geographical areas in which this V2X services requires privacy for V2X communication over PC5,
then the UE shall proceed as follows:
a)	if timer T5020xyz is not running, start timer T5020xyz and set its timer value as the privacy timer value as specified in clause 5.2.3;
b)	upon:
1)	getting an indication from upper layers that the application layer identifier has been changed; or
2)	timer T5xyz expiry,
then:
1)	change the value of the source layer-2 ID self-assigned by the UE for the broadcast mode V2X communication over PC5;
2)	if the V2X message contains IP data, change the value of the source IP address self-assigned by the UE for V2X communication over PC5; 
3)	provide an indication to upper layers that the source layer-2 ID and/or the source IP address are changed; and
4)	restart timer T5020xyz; and
c)	upon stopping transmission of the broadcast mode V2X communication over PC5, stop timer T5020xyz.
* * * Next Change * * * *
[bookmark: _Toc25070732][bookmark: _Toc34388731][bookmark: _Toc34404502]10.4	Timers of PC5 broadcast mode communication
Table 10.4.1: PC5 mode communication timers
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T5020
	NOTE 1
	Upon initiating transmission of broadcast mode V2X communication over PC5, as described in clause 6.1.3.2.4.

Upon receiving an indication from upper layers that the application layer identifier has been changed while performing transmission of broadcast mode V2X communication over PC5, as described in subclause 6.1.3.2.4.

Upon T5020 expiration while performing transmission of broadcast mode V2X communication over PC5, as described in subclause 6.1.3.2.4.
	Upon stopping transmission of broadcast mode V2X communication over PC5, as described in subclause 6.1.3.2.4.
	Change the value of the source layer-2 ID self-assigned by the UE for broadcast mode V2X communication over PC5.

If the V2X message contains IP data, change the value of the source IP address self-assigned by the UE for broadcast mode V2X communication over PC5.

	NOTE 1	The value of this timer is the privacy timer value which is one of the configuration parameters for V2X communication over PC5 (see clause 5.2),



* * * End of Change * * * *

