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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	499
	7
	Rel-16
	Manual CAG selection
	C
	16.5.0
	C1-203601
	Nokia, Nokia Shanghai Bell, NTT DOCOMO, Ericsson, Huawei, HiSilicon
	Vertical_LAN
	4.4.3.1.2
	 

	23.122
	511
	1
	Rel-16
	Management of forbidden SNPNs list upon receipt of a non-integrity protected reject message
	C
	16.5.0
	C1-202859
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	4.9.3.0
	 

	23.122
	517
	1
	Rel-16
	Correction on no suitable cell
	F
	16.5.0
	C1-202737
	vivo, Ericsson
	Vertical_LAN
	3.5
	 

	23.122
	522
	2
	Rel-16
	Sending CAG information list - option 1
	F
	16.5.0
	C1-204123
	Samsung, Qualcomm Incorporated, Nokia, Nokia Shanghai Bell, Ericsson, InterDigital
	Vertical_LAN
	3.8
	TS 24.501 CR 2128

	23.122
	524
	-
	Rel-16
	figures 1, 2a, 2b, 3 and table 2 not applicable in SNPN
	F
	16.5.0
	C1-202393
	Intel
	Vertical_LAN
	3.5, 4.2
	 

	23.122
	525
	1
	Rel-16
	Selected CAG-ID from the NAS layer to the AS layer
	C
	16.5.0
	C1-202912
	Nokia, Nokia Shanghai Bell, vivo, Qualcomm Incorporated, Samsung, Huawei, HiSilicon
	Vertical_LAN
	4.4.3.1.2
	 

	23.122
	526
	1
	Rel-16
	CAG selection is optional in the manual network selection mode
	F
	16.5.0
	C1-202924
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	3.8
	 

	23.122
	528
	2
	Rel-16
	correction to network selection in case of multiple subscribed SNPNs
	F
	16.5.0
	C1-202777
	Intel, Ericsson
	Vertical_LAN
	4.9.3.1.1, 4.9.3.2.1
	 

	23.122
	529
	-
	Rel-16
	Correction to Manual CAG selection procedure
	F
	16.5.0
	C1-202495
	Samsung
	Vertical_LAN
	4.4.3.1.2
	 

	23.122
	536
	2
	Rel-16
	Updates to SNPN selection
	F
	16.5.0
	C1-204092
	Apple, Nokia, Nokia Shanghai Bell, Ericsson
	Vertical_LAN
	4.9.3.1.2
	 

	23.122
	540
	-
	Rel-16
	Reference correction for SNPN
	F
	16.5.0
	C1-203284
	vivo
	Vertical_LAN
	1.2, 4.9.3.0
	 

	23.122
	547
	-
	Rel-16
	Resolving editors note in Limited service condition on a CAG cell.
	F
	16.5.0
	C1-203439
	Huawei, HiSilicon
	Vertical_LAN
	3.5
	 

	23.122
	548
	1
	Rel-16
	Removal of selected CAG-ID in automatic selection mode.
	F
	16.5.0
	C1-203966
	Huawei, HiSilicon
	Vertical_LAN
	3.8
	 

	23.122
	549
	-
	Rel-16
	Clarification to SNPN manual selection.
	F
	16.5.0
	C1-203441
	Huawei, HiSilicon
	Vertical_LAN
	4.9.3.1.2
	 

	23.122
	550
	1
	Rel-16
	Clarification to SNPN registration after SNPN selection.
	F
	16.5.0
	C1-203967
	Huawei, HiSilicon, Ericsson
	Vertical_LAN
	4.9.3.0
	 

	24.229
	6420
	1
	Rel-16
	Adding NID to PANI
	B
	16.5.0
	C1-203879
	Ericsson
	Vertical_LAN
	3.1, 3.2, 7.2A.4.3
	 

	24.368
	51
	2
	Rel-16
	Configuration parameters for a UE operating in SNPN access mode
	B
	16.3.0
	C1-204179
	Nokia, Nokia Shanghai Bell, Ericsson
	Vertical_LAN
	2, 3.1, 3.2, 4, 5.10zx (new), 5.10zy (new), 5.10zz (new), 5.10za (new), 5.10zb (new), 5.10zc (new), 5.10zd (new), 5.10ze (new), Annex A
	 



