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	Reason for change:
	As the below figure quted from figure 6.2.2.1 in TS 24.519 shows, upon receipt of the ETHERNET PORT MANAGEMENT NOTIFY message, the TSN AF shall reply the ETHERNET PORT MANAGEMENT NOTIFY ACK message rather than the MANAGE ETHERNET PORT MANAGEMENT NOTIFY ACK message. It is poposed to correct the message name.





	
	

	Summary of change:
	Change “MANAGE ETHERNET PORT MANAGEMENT NOTIFY ACK” into “ETHERNET PORT MANAGEMENT NOTIFY ACK”
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***** Start of Change *****
6.2.2.3	NW-TT-initiated Ethernet port management procedure completion
Upon receipt of the ETHERNET PORT MANAGEMENT NOTIFY message, the TSN AF shall:
a)	create an MANAGE ETHERNET PORT MANAGEMENT NOTIFY ACK message; and
b)	send the MANAGE ETHERNET PORT MANAGEMENT NOTIFY ACK message to the NW-TT via the PCF and the SMF as specified in 3GPP TS 23.502 [3].
Upon receipt of the ETHERNET PORT MANAGEMENT NOTIFY ACK message, the NW-TT shall stop timer T35zz.
***** End of Change *****
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