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***************************** NEXT CHANGE *************************************

[bookmark: _Toc33963277][bookmark: _Toc34393347]8.2.1	Message definition
The MANAGE ETHERNET PORT COMPLETE message is sent by the DS-TT or NW-TT to the TSN AF to complete the network-initiated Ethernet port management procedure or the TSN AF-initiated Ethernet port management procedure, see table 8.2.1.1
Message type:	MANAGE ETHERNET PORTCOMPLETE
Significance:	dual
Direction:		DS-TT to TSN AF, NW-TT to TSN AF
Table 8.2.1.1: MANAGE ETHERNET PORT COMPLETE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	MANAGE ETHERNET PORT COMPLETE message identity
	Ethernet port management service message type
9.1
	M
	V
	1

	xx
	Ethernet port management capability
	Ethernet port management capability
9.3
	O
	TLV-E
	5-65534

	yy
	Ethernet port status
	Ethernet port status
9.4
	O
	TLV-E
	5-65534

	zz
	Ethernet port update result
	Ethernet port update result
9.5
	O
	TLV-E
	75-65534

	NOTE:	The total length of the MANAGE ETHERNET PORT COMPLETE message cannot exceed 65535 octets (see Port management information container contents maximum length as specified in clause 9.11.4.27 of 3GPP TS 24.501 [5]).




***************************** NEXT CHANGE *************************************
[bookmark: _Toc33963284][bookmark: _Toc34393354]8.4.1	Message definition
The ETHERNET PORT MANAGEMENT NOTIFY ACK message is sent by the TSN AF to the DS-TT or NW-TT to acknowledge an ETHERNET PORT MANAGEMENT NOTIFY message, see table 8.4.1.1
Message type:	ETHERNET PORT MANAGEMENT NOTIFY ACK
Significance:	dual
Direction:		TSN AF to DS-TT, TSN AF to NW-TT
Table 8.4.1.1: ETHERNET PORT MANAGEMENT NOTIFY ACK message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	ETHERNET PORT MANAGEMENT NOTIFY ACK message identity
	Ethernet port management service message type
9.1
	M
	V
	1

	NOTE:	The total length of the ETHERNET PORT MANAGEMENT NOTIFY ACK message cannot exceed 65535 octets (see Port management information container contents maximum length as specified in clause 9.11.4.27 of 3GPP TS 24.501 [5]).



***************************** NEXT CHANGE *************************************
[bookmark: _Toc33963286][bookmark: _Toc34393356]8.5.1	Message definition
The ETHERNET PORT MANAGEMENT NOTIFY COMPLETE message is sent by the DS-TT to the TSN AF to complete the DS-TT-initiated Ethernet port management procedure, see table 8.5.1.1
Message type:	ETHERNET PORT MANAGEMENT NOTIFY COMPLETE
Significance:	dual
Direction:		DS-TT to TSN AF
Table 8.5.1.1: ETHERNET PORT MANAGEMENT NOTIFY COMPLETE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	ETHERNET PORT MANAGEMENT NOTIFY COMPLETE message identity
	Ethernet port management service message type
9.1
	M
	V
	1

	NOTE:	The total length of the ETHERNET PORT MANAGEMENT NOTIFY COMPLETE message cannot exceed 65535 octets (see Port management information container contents maximum length as specified in clause 9.11.4.27 of 3GPP TS 24.501 [5]).
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