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-	associated with the NID of the selected PLMN;
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[bookmark: _Toc20233346][bookmark: _Toc27747483][bookmark: _Toc36213677][bookmark: _Toc36657854]D.2.2.2	UE-initiated UE state indication procedure initiation
In order to initiate the UE-initiated UE state indication procedure, the UE shall create a UE STATE INDICATION message. The UE:
a)	shall allocate a PTI value currently not used and set the PTI IE to the allocated PTI value; 
b)	if not operating in SNPN access mode, shall include the UPSI(s) of the UE policy section(s) which are identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN available in the UE in the UPSI list IE;
c)	if operating in SNPN access mode, shall include UPSI(s) of the UE policy section(s) which are identified by a UPSI:
-	with the PLMN ID part indicating the MCC and MNC of the selected SNPN; and
-	associated with the NID of the selected SNPNPLMN;
	available in the UE in the UPSI list IE;
d)	shall specify whether the UE supports ANDSP in the UE policy classmark IE; and
e)	may include the UE's one or more OS Ids in the UE OS Id IE.
The UE shall send the UE STATE INDICATION message (see example in figure D.2.2.2.1). The UE shall transport the created UE STATE INDICATION message using the registration procedure (see subclause 5.5.1).


Figure D.2.2.2.1: UE-initiated UE state indication procedure
* * * End of Changes * * * *
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