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	Reason for change:
	The current specification in 8.99 Tracking Area Identification is as following: The value part of this object is coded in the same manner as the value part of the Tracking Area Identity information element as specified in TS 24.301 [46] for E-UTRAN, or as the value part of the Tracking Area Identity information element as specified in TS 24.501 [70]. 
It should be clearly indicated that Tracking Area Identity defined in TS.24.501 is for NG-RAN.

	
	

	Summary of change:
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---------------------------- Start of Change -----------------------------
8.99
Tracking Area Identification

	Byte(s)
	Description
	Length

	1
	Tracking Area Identification Tag
	1

	2
	Length
	1

	3 - 5
	Mobile Country & Network Codes (MCC & MNC)
	3

	6 - X
	Tracking Area Code (TAC)
	X - 5

	NOTE: TAC is coded in 2 bytes for E-UTRAN and in 3 bytes for NG-RAN


This object shall contain the Tracking Area Identification information of rejecting network (i.e. MCC, MNC and TAC). The value part of this object is coded in the same manner as the value part of the Tracking Area Identity information element as specified in TS 24.301 [46] for E-UTRAN, or as the value part of the Tracking Area Identity information element as specified in TS 24.501 [70] for NG-RAN.

---------------------------- End of Change ------------------------------

