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	Reason for change:
	ueMobilityInfos in AnalyticsData is only applicable for Ue_Mobility not for Abnormal_Behaviour.

	
	

	Summary of change:
	Remove the Abnormal_Behaviour applicability for ueMobilityInfos in AnalyticsData.

	
	

	Consequences if not approved:
	Incorrect supported applicability
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[bookmark: _Toc28013462][bookmark: _Toc36040218][bookmark: _Toc20401832]5.6.3.3.14	Type AnalyticsData
Table 5.6.3.3.14-1: Definition of type AnalyticsData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueMobilityInfos
	array(UeMobilityExposure)
	C
	1..N
	Contains the UE mobility information.
Shall be present if the "analyEvent" attribute sets to "UE_MOBILITY"
	Ue_Mobility 
Abnormal_Behavior

	ueCommInfos
	array(UeCommunication)
	C
	1..N
	Contains the application communication information.
Shall be present if the "analyEvent" attribute sets to "UE_COMM"
	Ue_Communication

	nwPerfInfos
	array(NetworkPerfExposure)
	C
	1..N
	The network performance information.
Shall be present when the requested event is "NETWORK_PERFORMANCE".
	Network_Performance

	abnormalInfos
	array(AbnormalExposure)
	C
	1..N
	Contains the user’s abnormal behavior information.
Shall be present if the "analyEvent" attribute sets to "ABNORMAL_BEHAVIOR"
	Abnormal_Behavior

	congestInfos
	array(CongestInfo)
	C
	1..N
	Contains the UE’s user data congestion information.
Shall be present if the "analyEvent" attribute sets to "CONGESTION"
	Congestion

	qosSustainInfos
	array(QosSustainabilityExposure)
	C
	1..N
	Contains the QoS sustainability information.
Shall be present if the "analyEvent" attribute is set to "QOS_SUSTAINABILITY"
	QoS_Sustainability

	suppFeat
	SupportedFeatures
	M
	1
	Represents the features supported by the NF service consumer.
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