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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012895][bookmark: _Toc34251340][bookmark: _Toc36103036]5.3.2.2	Resource definition
Resource URI: {apiRoot}/nbsf-management/v1/pcfBindings 
This resource shall support the resource URI variables defined in table 5.3.2.2-1.
Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1



*** Next Change ***
[bookmark: _Toc28012897][bookmark: _Toc34251342][bookmark: _Toc36103038]5.3.2.3.1	POST
This method shall support the URI query parameters specified in table 5.3.2.3.1-1.
Table 5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.
Table 5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	PcfBinding
	M
	1
	Register a new Individual PCF binding information.



Table 5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PcfBinding
	M
	1
	201 Created
	The creation of an individual PCF session biding.

	ExtProblemDetails
	M
	1
	403 Forbidden
	The existing PCF binding information stored in the BSF for the indicated combination is returned.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] shall also apply.



Table 5.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nbsf-management/v1/pcfBindings/{bindingId}



*** Next Change ***
[bookmark: _Toc28012901][bookmark: _Toc34251346][bookmark: _Toc36103042]5.3.3.2	Resource definition
Resource URI: {apiRoot}/nbsf-management/v1/pcfBindings/{bindingId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.
Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1

	bindingId
	string
	Represents the individual PCF Session Binding.
To enable that the value is used as part of a URI, the string shall only contain characters allowed according to the "lower-with-hyphen" naming convention defined in 3GPP TS 29.501 [7].



*** End of Changes ***

