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Proposed changes:
*** 1st Change ***
5.1
Introduction

 The table 5.1-1 shows the services provided by the VAE server and corresponding Service Operations:
Table 5.1-1 List of services provided by the VAE Server

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	VAE_MessageDelivery
	Deliver_DL_Message
	Request/Response
	V2X application specific server

	
	Deliver_UL_Message
	Subscribe/Notify
	V2X application specific server

	
	V2X_MessageDelivery_Subscribe
	
	V2X application specific server

	
	V2X_MessageDelivery_Unsubscribe
	
	V2X application specific server

	VAE_FileDistribution
	Distribute_File
	Request/ Response
	V2X application specific server

	VAE_ ApplicationRequirement
	Reserve_NetworkResource
	Subscribe/Notify
	V2X application specific server

	
	Notify_NetworkResource
	
	

	VAE_DynamicGroup
	Configure_DynamicGroup
	Subscribe/Notify
	V2X application specific server

	VAE_ServiceContinuity
	Query_ServiceContinuity
	Request/Response
	VAE server

	


*** Next Change ***
6.1.3.1
Overview
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Figure 6.1.3.1-1: Resource URI structure of the VAE_V2X_Message_Delivery API

Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.

Table 6.1.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	Message Delivery Subscriptions
	{apiRoot}/
vae-message-delivery/{apiVersion}/
subscriptions
	POST

	Create a new Individual Message Delivery Subscription resource.

	Individual Message Delivery Subscription
	{apiRoot}/
vae-message-delivery/{apiVersion}/
subscriptions/{subscriptionId}
	GET
	Read an Individual Message Delivery Subscription resource.

	
	
	DELETE
	Delete an Individual Message Delivery Subscription resource.

	Downlink Message Deliveries
	{apiRoot}/
vae-message-delivery/{apiVersion}/
subscriptions/{subscriptionId}/
message-deliveries
	POST
	Create a new Individual Downlink Message Delivery resource for a V2X UE ID or V2X group ID.

	Individual Message Delivery
	{apiRoot}/
vae-message-delivery/{apiVersion}/
subscriptions/{subscriptionId}/
message-deliveries/{dlDeliveryId}
	GET
	Read the Individual Downlink Message Delivery resource.

	
	
	DELETE
	Delete the Individual Downlink Message Delivery resource.


*** Next Change ***
6.1.3.3.3.2
DELETE

This method shall support the URI query parameters specified in table 6.1.3.3.3.2-1.

Table 6.1.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.3.3.2-2 and the response data structures and response codes specified in table 6.1.3.3.3.2-3.

Table 6.1.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 6.1.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	204 No Content
	Individual Message Delivery Subscription was successfully deleted.

	NOTE:
The mandatory HTTP error status codes for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] also apply.


*** Next Change ***
6.1.7.3
Application Errors

The application errors defined for the VAE_MessageDelivery service are listed in Table 6.1.7.3-1.

Table 6.1.7.3-1: Application errors

	Application Error
	HTTP status code
	Description

	
	
	


*** Next Change ***
6.3.3.3.3.2
DELETE

This method shall support the URI query parameters specified in table 6.3.3.3.3.2-1.

Table 6.3.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.3.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.3.3.2-3.

Table 6.3.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 6.3.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	204 No Content
	Individual Application Requirement resource was successfully deleted


*** Next Change ***
6.3.5.5
Methods

Table 6.3.5.5-1: Methods

	Custom operation URI
	Mapped HTTP method
	Description

	{notifUri}
	POST
	Notify the result of the network resource adaptation corresponding to the V2X application requirement.


*** Next Change ***
6.3.6.2.4
Type: AppReqNotification

Table 6.3.6.2.4-1: Definition of type AppReqNotification

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	resourceUri
	Uri
	M
	1
	The resource URI of the individual Application Requirement related to the notification.
	

	result
	ReservationResult
	M
	1
	The result of the network resource adaptation corresponding to the V2X application requirement.
	


*** Next Change ***
6.3.7.3
Application Errors

The application errors defined for the VAE_ApplicationRequirement service are listed in Table 6.3.7.3-1.
Table 6.3.7.3-1: Application errors

	Application Error
	HTTP status code
	Description

	
	
	


*** Next Change ***
6.4.3.3.3.2
DELETE

This method shall support the URI query parameters specified in table 6.4.3.3.3.2-1.

Table 6.4.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.4.3.3.3.2-2 and the response data structures and response codes specified in table 6.4.3.3.3.2-3.

Table 6.4.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 6.4.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	204 No Content
	

	NOTE:
The mandatory HTTP error status codes for the DELETE method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [2] shall also apply.


*** Next Change ***
6.4.5.5
Methods

Table 6.4.5.5-1: Methods

	Custom operation URI
	Mapped HTTP method
	Description

	{notifUri}
	POST
	Notify the dynamic group information (i.e. group member joins or leaves).


*** Next Change ***
6.4.7.3
Application Errors

The application errors defined for the VAE_DynamicGroup service are listed in Table 6.4.7.3-1.

Table 6.4.7.3-1: Application errors

	Application Error
	HTTP status code
	Description

	
	
	


*** End of Changes ***
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