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*** First change ***
[bookmark: _Toc19777536][bookmark: _Toc27740833][bookmark: _Toc36054212]7.3.3	Forward Relocation Complete Notification
A Forward Relocation Complete Notification message shall be sent to the source MME/SGSN/AMF to indicate the handover has been successfully finished.
Table 7.3.3-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.3-1: Information Elements in a Forward Relocation Complete Notification
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Indication Flags
	C
	 This IE shall be included if any of the flags are set to 1.
· Idle mode Signalling Reduction Activation Indication: This flag shall be set to 1 if the message is used for inter-RAT handover and the UE has ISR capability. This flag is set to indicate to the source MME/SGSN whether it shall maintain the UE's context and whether it shall activate ISR.
	Indication
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included over S10 to contain the "Notify Source eNB" as specified in 3GPP TS 36.413 [10] if the target MME receives this information from the target eNodeB.
Container Type shall be set to 3.
	F-Container
	0

	Private Extension
	O
	
	Private Extension
	VS



[bookmark: _Toc19777543][bookmark: _Toc27740840][bookmark: _Toc36054219]*** Next change ***

7.3.10	Forward Access Context Notification
A Forward Access Context Notification message shall be sent from the Old SGSN to the New SGSN over the S16 interface to forward the RNC contexts to the target system, or sent from the Old MME to the New MME over the S10 interface to forward the RNC/eNodeB contexts to the target system.
When the old SGSN receives the RANAP message Forward SRNS Context, the old SGSN shall send a Forward Access Context Notification message to the new SGSN. The new SGSN shall forward the message to the target RNC using the corresponding RANAP message.
When the old SGSN receives a BSSGP message PS handover Required and the acknowledged peer-to-peer LLC operation is used for the Bearer Context or when "delivery order" is set in the Bearer Context QoS profile, the old SGSN shall send a Forward Access Context Notification message with the PDU Number IE to the new SGSN. The new SGSN shall forward the message to the target RNC/ target BSS using the corresponding RANAP message only for PS handover to Iu mode.
When the old SGSN receives a BSSGP message PS handover Required from source BSS/RNC for PS handover to A/Gb mode, the value part of RAB Context IE shall be empty according to its defined minimum length.
Table 7.3.10-1 specifics the presence requirements and conditions of the IEs in the message.
Table 7.3.10-1: Information Elements in a Forward Access Context Notification
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	RAB Contexts
	C
	This IE shall be included for S16 only. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
For each RAB context in the received RANAP message, the old SGSN shall include this IE in the message.
	RAB Context 
	0

	Source RNC PDCP context Info
	C
	If available, the old SGSN shall include an Source RNC PDCP context info in the message.
	Source RNC PDCP context Info
	0

	PDU Numbers
	C
	This IE only applies to S16. The old SGSN shall include this IE in the message if the acknowledged peer-to-peer LLC operation is used for the Bearer Context or when "delivery order" is set in the Bearer Context QoS profile in A/Gb mode to Iu/A/Gb mode PS handover.
	PDU Numbers
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included over S10 to contain the "eNB Status Transfer Transparent Container" or the "eNB Early Status Transfer Transparent Container" as specified in 3GPP TS 36.413 [10].
Container Type shall be set to 3.
	F-Container
	0

	Private Extension
	O
	
	Private Extension
	VS




*** End of changes ***

