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=======  TS 29.513 subclause 5.5.2.1 step 3  =======
The NEF invokes Nudr_DataRepository operation service to the UDR as follows:
-	if PFD creation was requested in step 1, the NEF shall invoke the Nudr_DataRepository_Create service operation by sending an HTTP PUT request message to the resource "Individual PFD Data".
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-	if PFD removal was requested in step 1, the NEF shall invoke the Nudr_DataRepository_Delete service operation by sending an HTTP DELETE request message to the resource "Individual PFD Data".
It’s unclear that whether the “PFD creation/update/removal was requested in step 1” is per application identifier or per individual PFD management transaction. 
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28005318][bookmark: _Toc45133291]5.5.2.1	AF-initiated PFD management procedure
This subclause describes the procedure initiated by the AF for creation, update or removal of packet flow descriptions of the application(s) in operator's network as depicted in figure 5.5.2.1-1.


Figure 5.5.2.1-1: AF-initiated PFDF management procedure
1.	To create PFDs resources for one or more application identifier(s), the AF invokes the Nnef_PFDmanagement_Create service operation to the NEF by sending the HTTP POST request to the resource "Individual PFD Management Transactions".
	To update the PFDs for an existing individual transaction including one or more application identifier(s), the AF invokes the Nnef_PFDmanagement_Update service operation by sending the HTTP PUT request to the resource "Individual PFD Management Transaction".
	To update the PFDs for an existing Application application Identifieridentifier, the AF invokes the Nnef_PFDmanagement_Update service operation by sending the HTTP PUT or PATCH request to the resource "Individual Application PFD Management".
	To remove the PFDs for an existing individual transaction "Individual PFD Management Transaction" including one or more application identifier(s), the AF invokes the Nnef_PFDmanagement_Delete service operation by sending the HTTP DELETE request to the resource "Individual PFD Management Transaction".
	To remove the PFDs for an existing individual application, the AF invokes the Nnef_PFDmanagement_Delete service operation by sending the HTTP DELETE request to the resource "Individual Application PFD Management".
NOTE 1:	For details of Nnef_PFDmanagement_Create/Update/Delete service operations refer to 3GPP TS 29.522 [24].
2.	The NEF checks whether the application is authorized to perform this request based on the operator policies.
3.	The NEF invokes Nudr_DataRepository operation service to the UDR as follows:
-	if PFDs creation for a new application identifier was requested in step 1, the NEF shall invoke the Nudr_DataRepository_Create service operation by sending an HTTP PUT request message to the resource "Individual PFD Data" for the requested application identifier.
-	if PFDs update for an existing application identifier was requested in step 1, the NEF shall invoke the Nudr_DataRepository_Create and/or Nudr_DataRepository_Update service operation by sending an HTTP PUT request message to the resource "Individual PFD Data" for the requested application identifier, and/or invoke the Nudr_DataRepository_Delete service operation by sending an HTTP DELETE request message to the resource "Individual PFD Data".
-	if PFDs removal for an existing application identifier was requested in step 1, the NEF shall invoke the Nudr_DataRepository_Delete service operation by sending an HTTP DELETE request message to the resource "Individual PFD Data" for the requested application identifier.
NOTE 2:	PFDs creation/update/removal in step 1 can include PFD management request for multiple applications, but the UDR service for PFD management only supports one application at a time.
NOTE 3:	For details of Nudr_DataRepository_Create/Update/Delete service operations refer to 3GPP TS 29.519 [12].
4.	The UDR shall send the HTTP response message to the NEF correspondingly.
5.	The NEF sends Nnef_PFDManagement_Create/Update/Delete Response to the AF.


*** End of Changes ***
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