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* * * * Begin of Change * * * *
6.1.6.2.2	Type: DicEntryData
Table 6.1.6.2.2-1: Definition of type DicEntryData
	Attribute name
	Data type
	P
	Cardinality
	Description

	dicEntryId
	DicEntryId
	C
	0..1
	Identifier of the Dictionary Entry

	plmnAssiUeRadioCapId
	PlmnAssiUeRadioCapId
	C
	0..1
	This IE shall include a PLMN Assigned UE Radio Capability ID if allocated in the dictionary entry.


	manAssiUeRadioCapId
	ManAssiUeRadioCapId
	C
	0..1
	This IE shall include a Manufacturer Assigned UE Radio Capability ID if available in the dictionary entry.


	typeAllocationCode
	TypeAllocationCode
	C
	0..1
	This IE shall contain the Type Allocation Code in corresponding to the UE Radio Access Capability in the dictionary entry.


	ueRadioCapability5GS
	RefToBinaryData
	C
	0..1
	This IE shall be included to contain the UE Radio Access Capability Information encoded either as OCTET STRING of UE Radio Capability IE as specified in clause 9.3.1.74 of 3GPP TS 38.413 [15], when the message is sent to AMF, otherwise it may be included.

	ueRadioCapabilityEPS
	RefToBinaryData
	C
	0..1
	This IE shall be included to contain the UE Radio Access Capability Information encoded as OCTET STRING of UE Radio Capability IE as specified in clause 9.2.1.27 of 3GPP TS 36.413 [x], when the message is sent to MME, otherwise it may be included.

	NOTE:	The information in the dictionary entry which is included as the query parameter(s) or URI variable in the request message shall not be present.
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**********text not shown for clarity**********

  schemas:
    DicEntryData:
      type: object
      properties:
        dicEntryId:
          $ref: '#/components/schemas/DicEntryId'
        typeAllocationCode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TypeAllocationCode'
        plmnAssiUeRadioCapId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnAssiUeRadioCapId'
        manAssiUeRadioCapId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ManAssiUeRadioCapId'
        ueRadioCapability5GS:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        ueRadioCapabilityEPS:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'

**********text not shown for clarity**********
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