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*************************The start of changes*************************
[bookmark: _Toc45031013][bookmark: _Toc36462512][bookmark: _Toc35936337][bookmark: _Toc34749450][bookmark: _Toc34739978][bookmark: _Toc34739731][bookmark: _Toc34219409]6.1.1	Introduction
The Nsoraf_SOR service shall use the Nsoraf_SOR service API.
The request URI used in HTTP request from the NF service consumer towards the NF service producer shall have the structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<{apiVersion}>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nsoraf-sor".
-	The <{apiVersion}> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.

*************************Next change*************************
[bookmark: _Toc45031022][bookmark: _Toc36462521][bookmark: _Toc35936346][bookmark: _Toc34749459][bookmark: _Toc34739987][bookmark: _Toc34739740][bookmark: _Toc34219418]6.1.3.1	Overview
The structure of the Resource URIs of the "Nsoraf_SOR" service is depicted in Figure 6.1.3.1-1.



Figure 6.1.3.1-1: Resource URI structure of the Nsoraf_SOR API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	sor-information
(Document)
	{apiRoot}/nsoraf-sor/{apiVersion}/{supi}/sor-information
	GET
	Retrieve the SoR information.

	sor-ack
(Document)
	{apiRoot}/nsoraf-sor/{apiVersion}/{supi}/sor-information/sor-ack
	PUT
	Inform the SOR-AF of the reception status of the Acknowledgment of successful reception of SoR information by the UE.



*************************Next change*************************
[bookmark: _Toc45031025][bookmark: _Toc36462524][bookmark: _Toc35936349][bookmark: _Toc34749462][bookmark: _Toc34739990][bookmark: _Toc34739743][bookmark: _Toc34219421]6.1.3.2.2	Resource Definition
Resource URI: {apiRoot}/nsoraf-sor/v1{apiVersion}/{supi}/sor-information
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: "^(imsi-[0-9]{5,15}|nai-.+|.+)$"



*************************Next change*************************
[bookmark: _Toc45031030][bookmark: _Toc36462529][bookmark: _Toc35936354][bookmark: _Toc34749467][bookmark: _Toc34739995][bookmark: _Toc34739748][bookmark: _Toc34219426]6.1.3.3.2	Resource Definition
Resource URI: {apiRoot}/nsoraf-sor/v1{apiVersion}/{supi}/sor-information/sor-ack
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: "^(imsi-[0-9]{5,15}|nai-.+|.+)$"



*************************The end of changes*************************
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