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	Reason for change:
	 As per current specification, subclause 5.4.5.2.2:

In case h) in subclause 5.4.5.2.1, the UE shall:
-	include the PDU session ID, and Release assistance indication (if available);
-	set the Payload container type IE to "CIoT user data container"; and
-	set the Payload container IE to the user data container.

i.e. the UE shall include the PDU session ID in the UL NAS transport message in case it is initiated for transporting CIoT user data container.

 However, this condition is missed to be stated in subclause 8.2.10.2:

The UE shall include this IE when the Payload container type IE is set to "N1 SM information".

And since the PDU session ID IE is a conditional IE inside UL NAS transport, it is important to correct the statement in 8.2.10.2 by extending the condition to include the case of CIoT user data container.

Same correction is needed in 8.2.11.2, for the DL NAS transport case.


	
	

	Summary of change:
	 The subclauses 8.2.10.2 and 8.2.11.2 are corrected to indicate that the PDU   session ID IE is included in the UL/DL NAS transport also for the case when   the Payload container type IE is set to CIoT user data container.

	
	

	Consequences if not approved:
	lead to wrong implementation in the UE side and/or network side, by not including the PDU session ID IE in the UL/DL NAS transport in case of CIoT user data container.
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8.2.10.2	PDU session ID
The UE shall include this IE when the Payload container type IE is set to "N1 SM information" or "CIoT user data container".

***** Next change *****
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The AMF shall include this IE when the Payload container type IE is set to "N1 SM information" or "CIoT user data container".

