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[bookmark: _Toc45287470]9.11.3.73	NB-N1 mode DRX parameters
The purpose of the NB-N1 mode DRX parameters information element is to indicate that the UE wants to use DRX in NB-N1 mode and for the network to indicate the DRX cycle value to be used at paging in NB-N1 mode.
The NB-N1 mode DRX parameters is a type 4 information element with a length of 3 octets.
The NB-N1 mode DRX parameters information element is coded as shown in figure 9.11.3.73.1 and table 9.11.3.73.1.
The value part of a DRX parameter information element is coded as shown in table 9.11.3.73.1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	NB-N1 mode DRX parameters IEI
	octet 1

	Length of NB-N1 mode DRX parameters contents
	octet 2

	0
	0
	0
	0
	NB-N1 mode DRX value
	

	Spare
	
	octet 3


Figure 9.11.3.73.1: NB-N1 mode DRX parameters information element
Table 9.11.3.73.1: NB-N1 mode DRX parameters information element
	NB-N1 mode DRX value (octet 3, bits 1 to 4)

This field represents the DRX cycle parameter 'T', for NB-N1 mode, as defined in 3GPP TS 368.304 [285C].


	Bits

	4
	3
	2
	1
	

	0
	0
	0
	0
	DRX value not specified

	0
	0
	0
	1
	DRX cycle parameter T = 32

	0
	0
	1
	0
	DRX cycle parameter T = 64

	0
	0
	1
	1
	DRX cycle parameter T = 128

	0
	1
	0
	0
	DRX cycle parameter T = 256

	0
	1
	0
	1
	DRX cycle parameter T = 512

	0
	1
	1
	1
	DRX cycle parameter T = 1024

	

	All other values shall be interpreted as "DRX value not specified" by this version of the protocol.

Bits 5 to 8 of octet 3 are spare and shall be coded as zero.

	




