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[bookmark: _Toc20215606][bookmark: _Toc27496073][bookmark: _Toc36107814]* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc20215534][bookmark: _Toc27496001][bookmark: _Toc36107742][bookmark: _Toc44598493][bookmark: _Toc44602348][bookmark: _Toc45197525][bookmark: _Toc45695558]8.2.2	Affiliation status change procedure
In order:
-	to indicate that an MCData user is interested in one or more MCData group(s) at an MCData client;
-	to indicate that the MCData user is no longer interested in one or more MCData group(s) at the MCData client;
-	to refresh indication of an MCData user interest in one or more MCData group(s) at an MCData client due to near expiration of the expiration time of an MCData group with the affiliation status set to the "affiliated" state received in a SIP NOTIFY request in subclause 8.2.3;
-	to send an affiliation status change request in mandatory mode to another MCData user;
-	to indicate that an MCData user is interested in one or more MCData group(s) at an MCData client triggered by a location or functional alias activation criteria;
-	to indicate that the MCData user is no longer interested in one or more MCData group(s) at the MCData client client triggered by location or functional alias deactivation criteria; or
-	any combination of the above;
the MCData client shall generate a SIP PUBLISH request according to 3GPP TS 24.229 [5], IETF RFC 3903 [34], and IETF RFC 3856 [39].
When the MCData user indicates that he is no longer interested in one or more MCData group(s) at the MCData client, the MCData client shall first check value of the <manual-de-affiliation-not-allowed-if-location-criteriaaffiliation-rules-are-met> element if present within the MCData user profile document (see the MCData user profile document specified in 3GPP TS 24.484 [50]). If the affiliation to the group has been activated due to a rule being fulfilled and the <manual-de-affiliation-not-allowed-if-affiliation-rules rules-are-met> element is present and is set to a value of "true", the MCData client shall suppress the MCData user’s request.
NOTE 0:	If the request is suppressed, a notification message can be displayed to the user.
In the SIP PUBLISH request, the MCData client:
1)	shall set the Request-URI to the public service identity identifying the originating participating MCData function serving the MCData user;
2)	shall include an application/vnd.3gpp.mcdata-info+xml MIME body. In the application/vnd.3gpp.mcdata-info+xml MIME body, the MCData client shall include the <mcdata-request-uri> element set to the MCData ID of the MCData user;
3)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcdata" (coded as specified in 3GPP TS 24.229 [5]), in a P-Preferred-Service header field according to IETF RFC 6050 [7];
4)	if the targeted MCData user is interested in at least one MCData group at the targeted MCData client, shall set the Expires header field according to IETF RFC 3903 [34], to 4294967295;
NOTE 1:	4294967295, which is equal to 232-1, is the highest value defined for Expires header field in IETF RFC 3261 [4].
5)	if the targeted MCData user is no longer interested in any MCData group at the targeted MCData client, shall set the Expires header field according to IETF RFC 3903 [34], to zero; and
6)	shall include an application/pidf+xml MIME body indicating per-user affiliation information according to subclause 8.4.1. In the MIME body, the MCData client:
a)	shall include all MCData groups where the targeted MCData user indicates its interest at the targeted MCData client;
b)	shall include the MCData client ID of the targeted MCData client;
c)	shall not include the "status" attribute and the "expires" attribute in the <affiliation> element; and
d)	shall set the <p-id> child element of the <presence> root element to a globally unique value.
The MCData client shall send the SIP PUBLISH request according to 3GPP TS 24.229 [5].
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc20215574][bookmark: _Toc27496041][bookmark: _Toc36107782][bookmark: _Toc44598534][bookmark: _Toc44602389][bookmark: _Toc45197566][bookmark: _Toc45695599]9.2.1	General
Editor's Note: [CR 0092, WI eMCData2] The procedures for SDS transmission over MBMS, including protocol related paramaeters, need to be added.
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc20215701][bookmark: _Toc27496194][bookmark: _Toc36107935][bookmark: _Toc44598688][bookmark: _Toc44602543][bookmark: _Toc45197720][bookmark: _Toc45695753]12.2.2.2	Participating MCData function receives disposition notification from a Controlling MCData function
Upon receipt of a:
-	"SIP MESSAGE request for SDS disposition notification for terminating MCData client "; or
-	"SIP MESSAGE request for FD disposition notification for terminating MCData client ";
the participating MCData function:
1)	if unable to process the request due to a lack of resources or if a risk of congestion exists, may reject the SIP MESSAGE request with a SIP 500 (Server Internal Error) response. , optionally containing The participating MCData function may include a Retry-After header field to the SIP 500 (Server Internal Error) response as  specified in IETF RFC 3261 [4]. and In this case, the participating MCData function shall skip the rest of the steps;
2)	shall use the MCData ID present in the <mcdata-request-uri> element of the application/vnd.3gpp.mcdata-info+xml MIME body of the incoming SIP MESSAGE request to retrieve the binding between the MCData ID and the public user identity;
3)	if the binding between the MCData ID and the public user identity does not exist, then the participating MCData function shall reject the SIP MESSAGE request with a SIP 404 (Not Found) response. Otherwise, continue with and shall skip the rest of the steps;
4)	shall generate an outgoing SIP MESSAGE request as specified in subclause 6.3.2.1;
5)	if sending an SDS disposition notification, shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcdata.sds" (coded as specified in 3GPP TS 24.229 [5]), into the P-Asserted-Service header field of the outgoing SIP MESSAGE request;
5)	if sending an FD disposition notification, shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcdata.fd" (coded as specified in 3GPP TS 24.229 [5]), into the P-Asserted-Service header field of the outgoing SIP MESSAGE request;
6)	shall send the SIP MESSAGE request as specified in 3GPP TS 24.229 [5].
Upon receipt of a SIP 2xx, 4xx, 5xx or 6xx responses to the outgoing SIP MESSAGE requests, the participating MCData function shall forward the SIP 2xx response to the controlling MCData function.
Upon receipt of a SIP 4xx, 5xx or 6xx response to the SIP MESSAGE request, shall forward the response to the controlling MCData function.
* * * * * NEXT CHANGE * * * * *
[bookmark: _Toc20215759][bookmark: _Toc27496252][bookmark: _Toc36107993][bookmark: _Toc44598746][bookmark: _Toc44602601][bookmark: _Toc45197778][bookmark: _Toc45695811]13.2.3.3.2.1	MCData client originating procedure
Upon receiving a SIP MESSAGE from MCData server containing an application/vnd.3gpp.mcdata-signalling MIME body, The the MCData client:
1)	shall decode the contents of application/vnd.3gpp.mcdata-signalling MIME body;
2)	if application/vnd.3gpp.mcdata-signalling MIME body contains a FD HTTP TERMINATION message as specified in subclause 15.1.11 and if the Termination Information Type IE is set to "TRANSMISSION STOPPED", then:
a)	shall generate a SIP 200 OK response according to 3GPP TS 24.229 [5]; and
b)	shall send the SIP 200 (OK) response towards MCData server according to 3GPP TS 24.229 [5]; and
3)	shall notify MCData user about file transmission being stopped by identifying the corresponding file transmission local database based on conversation id, message id and FILE URL received in FD HTTP TERMINATION message, along with reason.
[bookmark: _Toc20215760][bookmark: _Toc27496253][bookmark: _Toc36107994][bookmark: _Toc44598747][bookmark: _Toc44602602][bookmark: _Toc45197779][bookmark: _Toc45695812]13.2.3.3.2.2	MCData client terminating procedure
On receipt of a SIP MESSAGE request containing an application/vnd.3gpp.mcdata-signalling MIME body with a FD NETWORK NOTIFICATION message, the MCData client shall follow the procedures as described in subclause 12.4.4.
[bookmark: _Toc20215761][bookmark: _Toc27496254][bookmark: _Toc36107995][bookmark: _Toc44598748][bookmark: _Toc44602603][bookmark: _Toc45197780][bookmark: _Toc45695813]13.2.3.3.3	Particiapting Participating MCData function procedures
Upon receipt of a "SIP MESSAGE request for FD using HTTP for terminating participating MCData function", the participating MCData function shall follow the procedure as described in subclause 10.2.4.3.2.
* * * * * END CHANGES * * * * *


