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	Reason for change:
	According to RAN2 agreement(R2-1914138: Report from session chair), upon RLF declaration the UE releases the PC5-RRC connection immediately and sends an indication to upper layer.
Therefore, the V2X layer needs to release PC5 unicast link when lower layer indicates RLF.

In addition, based on R2-2005983(Report from session chair),
when integrity check failure occurs, the UE treats it same as sidelink RLF. It does not require any new failure type, so the V2X layer can determine to release the PC5 unicast link when RLF indication is provided by the lower layer.


	
	

	Summary of change:
	The UE releases the PC5 unicast link locally if the lower layer indicate the radio link failure of PC5 unicast link.

	
	

	Consequences if not approved:
	The V2X layer may not know if PC5 unicast link is released due to RLF from the lower layer.
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[bookmark: _Toc20232972][bookmark: _Toc27747080][bookmark: _Toc36213269][bookmark: _Toc36657446]***** First change *****
[bookmark: _Toc34388613][bookmark: _Toc34404384][bookmark: _Toc45282212][bookmark: _Toc45882598]6.1.2.4.1	General
The PC5 unicast link release procedure is used to release a secure PC5 unicast link between two UEs. The link can be released from either end point. The UE sending the DIRECT LINK RELEASE REQUEST message is called the "initiating UE" and the other UE is called the "target UE".
[bookmark: _GoBack]If the UE receives an indication of radio link failure from the lower layer, the UE shall release the PC5 unicast link locally and may delete the KNRP ID associated with this link after an implementation specific time.
***** End of change *****
