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	Reason for change:
	There is need to correct a highlighted typo in below statement which has been introduced as a part of CR #3224

4.2.4.2.1
Substate, NORMAL-SERVICE

-
may initiate GPRS attach due for emergency bearer services (UTRAN Iu mode only) even if timer T3346 is running.

In subclause 4.7.2.11:

If the network accepts the use of both PSM (see subclause 4.7.1.9) and eDRX (see subclause 4.7.2.10), the extended DRX parameters IE provided to the MS should allow for multiple paging occasions before the active timer expires.
PSM has been defined in subclause 4.7.2.9.

	
	

	Summary of change:
	1. Remove “due” in subclause in 4.2.4.2.1

2. Correct the reference to PSM subclause 4.7.2.9
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**** FIRST CHANGE ****

4.2.4.2.1
Substate, NORMAL-SERVICE

The MS:

-
shall initiate GPRS attach or combined GPRS attach procedure if timer T3346 is not running. If timer T3346 is running, then MS shall initiate an GPRS attach or combined GPRS attach procedure on the expiry of timer T3346; and

-
may initiate GPRS attach for emergency bearer services (UTRAN Iu mode only) even if timer T3346 is running.

**** NEXT CHANGE ****

4.7.2.11
Interaction between power saving mode and extended idle mode DRX cycle

The MS can request the use of both PSM and eDRX during an attach or routing area update procedure but it is up to the network to decide to enable none, one of them or both (see 3GPP TS 23.682 [133A] and 3GPP TS 23.060 [74]).

If the network accepts the use of both PSM (see subclause 4.7.2.9) and eDRX (see subclause 4.7.2.10), the extended DRX parameters IE provided to the MS should allow for multiple paging occasions before the active timer expires.

**** END OF CHANGES ****

