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* * * First Change * * * *
[bookmark: _Toc20213225][bookmark: _Toc27752134][bookmark: _Toc27752769][bookmark: _Toc98259272][bookmark: _Toc88743208][bookmark: _Toc97025559][bookmark: _Toc88743218][bookmark: _Toc97025570][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc97071760][bookmark: _Toc97152473][bookmark: _Toc97072273][bookmark: _Toc97152986]5.2.2.7	PDU Session Container
This extension header shall be transmitted in: 
-	a G-PDUs over the N3 and N9 user plane interfaces, between NG-RAN and UPF, or between two UPFs; 
-	G-PDUs over the N3mb and N19mb user plane interfaces, between the MB-UPF and NG-RAN, or between the MB-UPF and UPF; . and 
-	It shall also be transmitted in End Marker packets over data forwarding tunnels in 5GS, for data forwarding between 5GS and EPS. 
The PDU Session Container has a variable length and its content is specified in 3GPP TS 38.415 [31].

	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	0xn

	2-(4n -1)
	
	PDU Session Container

	4n
	
	Next Extension Header Type (NOTE)



NOTE:	The value of this field is '0' if no other Extension header follows.


* * * Next Change * * * *

[bookmark: _Toc20213269][bookmark: _Toc27752178][bookmark: _Toc27752813][bookmark: _Toc98259322]Annex A (Normative):
PDU session user plane protocol over N9 and N19mb
The PDU session user plane protocol shall be supported over the N9 and N19mb interface as specified in 3GPP TS 38.415 [31].


* * * End of Changes * * * *
