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* * * * First change * * * *
[bookmark: _Toc89035529][bookmark: _Toc89065328][bookmark: _Toc89180629][bookmark: _Toc97072324][bookmark: _Toc98542572][bookmark: _Hlk97070666][bookmark: _Hlk102052065]A.6	Namf_MBSBroadcast API
openapi: 3.0.0
info:
  version: 1.0.0-alpha.2
  title: Namf_MBSBroadcast
  description: |
    AMF MBSBroadcast Service
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.518 V17.5.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-mbs-bc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
      - namf-mbs-bc

...skipped for clarity...

  schemas:

#
# STRUCTURED DATA TYPES
#
    ContextCreateReqData:
      description: Data within ContextCreate Request
      type: object
      properties:
        mbsSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
        areaSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AreaSessionId'
        mbsServiceArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsServiceArea'
        n2MbsSmInfo:
          $ref: '#/components/schemas/N2MbsSmInfo'
        notifyUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        maxResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
      required:
        - mbsSessionId
        - mbsServiceArea
        - n2MbsSmInfongapData
        - notifyUri

...skipped for clarity...

* * * * End of changes * * * *

* * * * For information * * * *
[bookmark: _Toc89035468][bookmark: _Toc89065266][bookmark: _Toc89180565][bookmark: _Toc97072258][bookmark: _Toc98542515]6.5.6.2.2	Type: ContextCreateReqData
Table 6.5.6.2.2-1: Definition of type ContextCreateReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsSessionId
	MbsSessionId
	M
	1
	MBS Session ID

	areaSessionId
	AreaSessionId
	C
	0..1
	Area Session ID
This IE shall be present if this is a Location dependent broadcast MBS service.

	mbsServiceArea
	MbsServiceArea
	M
	1
	MBS Service Area

	n2MbsSmInfo
	N2MbsSmInfo
	M
	1
	This IE shall be present and shall contain N2 MBS Session Management related information.(see clause 6.5.6.4).

	notifyUri
	Uri
	M
	1
	This IE shall contain the notification URI where to be notified about the status change of the broadcast MBS session context.

	maxResponseTime
	DurationSec
	O
	0..1
	Maximum response time (in seconds) to receive information about the completion of the Broadcast MBS session establishment.





