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	Reason for change:
	In clause 5.3.2.4, the description of n32fContextId is defined as below:

The request message shall contain the "n32fContextId" information provided by the responding SEPP to the initiating SEPP earlier during the parameter exchange procedure (see clause 5.2.3).

But as defined in clause 6.2.5.2.9:

This IE shall contain the n32fContextId provided by the initiating SEPP to the responding SEPP during the parameter exchange procedure (see clause 5.2.3).

It is proposed to update the description in clause 6.2.5.2.9 to avoid misunderstanding.
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* * * First Change * * * *

[bookmark: _Toc24986411][bookmark: _Toc34205839][bookmark: _Toc39062023][bookmark: _Toc43277265][bookmark: _Toc49847595][bookmark: _Toc56419576][bookmark: _Toc97047337]6.2.5.2.9	Type: MetaData
Table 6.2.5.2.9-1: Definition of type MetaData
	Attribute name
	Data type
	P
	Cardinality
	Description

	n32fContextId
	string
	M
	1
	This IE shall contain the n32fContextId of the SEPP receiving the message, which is provided exchanged by the initiating SEPP to the respondingbetween the SEPPs during the parameter exchange procedure (see clause 5.2.3).

The n32fContextId shall encode a 64-bit integer in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the N32-f context Id shall appear first in the string, and the character representing the 4 least significant bit of the N32-f context Id shall appear last in the string.

Pattern: '^[A-Fa-f0-9]{16}$'

Example: "0600AD1855BD6007".


	messageId
	string
	M
	1
	This IE identifies a particular request that is transformed by the SEPP. The value of this IE shall be encoded in hexadecimal representation of a 64 bit integer. This identifier is used in the N32-f error reporting procedure as specified in clause 6.1.4.5.

Pattern: ^[a-fA-F0-9]{1, 16}$

	authorizedIpxId
	string
	M
	1
	This IE identifies the first hop IPX that is authorized to insert modifications block. The identifier of the IPX shall be an FQDN. When there is no IPX that's authorized to update, the value of this IE is set to the string "NULL".
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