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* * * First Change * * * *
[bookmark: _Toc11338825][bookmark: _Toc21951057][bookmark: _Toc24973441][bookmark: _Toc33835631][bookmark: _Toc34748425][bookmark: _Toc34749621][bookmark: _Toc42978983][bookmark: _Toc49632314][bookmark: _Toc56345479][bookmark: _Toc98504565][bookmark: _Toc24937714][bookmark: _Toc33962533][bookmark: _Toc42883300][bookmark: _Toc49733168][bookmark: _Toc56690795][bookmark: _Toc98495317]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nhss_SubscriberDataManagement service API.
Table 6.2.6.1-1: Nhss_SubscriberDataManagement specific Data Types
	Data type
	Clause defined
	Description

	UeContextInPgwData
	6.2.6.2.2
	

	SubscriptionData
	6.2.6.2.3
	Subscription Data

	SubscriptionDataSets
	6.2.6.2.4
	UE Subscription Data Sets



Table 6.2.6.1-2 specifies data types re-used by the Nhss_SubscriberDataManagement service API from other APIs, including a reference and when needed, a short description of their use within the Nhss_SubscriberDataManagement service API.
Table 6.2.6.1-2: Nhss_SubscriberDataManagement re-used Data Types
	Data type
	Reference
	Comments

	PgwInfo
	3GPP TS 29.503 [13]
	

	ModificationNotification
	3GPP TS 29.503 [13]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	DateTime
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	Response body of error response messages.

	RedirectResponse
	3GPP TS 29.571 [7]
	Response body of redirect response messages.

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name




* * * Next Change * * * *
[bookmark: _Toc11338134][bookmark: _Toc21951060][bookmark: _Toc24973444][bookmark: _Toc33835634][bookmark: _Toc34748428][bookmark: _Toc34749624][bookmark: _Toc42978986][bookmark: _Toc49632317][bookmark: _Toc56345482][bookmark: _Toc98504568]6.2.6.2.2	Type: UeContextInPgwData
Table 6.2.6.2.2-1: Definition of type UeContextInPgwData
	Attribute name
	Data type
	P
	Cardinality
	Description

	pgwInfo
	array(PgwInfo)
	O
	1..N
	Information about the APNs and PGW-C+SMF FQDNs used in interworking with UDM

	emergencyFqdn
	stringFqdn
	O
	0..1
	PGW-C+SMF FQDN for emergency session

	Note:	At least one of pgwInfo and emergencyFqdn shall be present. The format of PGW-C+SMF FQDN is specified in clause 5.12.3.2, 3GPP TS 29.303 [16].



[bookmark: _Toc24937837][bookmark: _Toc33962657][bookmark: _Toc42883426][bookmark: _Toc49733294][bookmark: _Toc56690944][bookmark: _Toc98495465]* * * Next Change * * * *
[bookmark: _Toc21951072][bookmark: _Toc24973486][bookmark: _Toc33835681][bookmark: _Toc34748475][bookmark: _Toc34749671][bookmark: _Toc42979076][bookmark: _Toc49632414][bookmark: _Toc56345582][bookmark: _Toc98504668]A.3	Nhss_SubscriberDataManagement API

(... text not shown for clarity ...)


# COMPLEX TYPES:

    UeContextInPgwData:
      description: Contains data about APNs and PGW-C+SMF FQDNs used in interworking with UDM, and the PGW-C+SMF FQDN to be used for emergency session
      type: object
      properties:
        pgwInfo:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/PgwInfo'
          minItems: 1
        emergencyFqdn:
          type$ref: string'TS29571_CommonData.yaml#/components/schemas/Fqdn'

    SubscriptionData:


(... text not shown for clarity ...)

* * * End of Changes * * * *


