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* * * First Change * * * *
[bookmark: _Toc24937737][bookmark: _Toc33962557][bookmark: _Toc42883326][bookmark: _Toc49733194][bookmark: _Toc56690821][bookmark: _Toc98495345][bookmark: _Toc24937837][bookmark: _Toc33962657][bookmark: _Toc42883426][bookmark: _Toc49733294][bookmark: _Toc56690944][bookmark: _Toc98495465]6.4.2.2.x	Cache-Control
A "Cache-Control" header should be included in HTTP responses, as described in IETF RFC 7234 [20], clause 5.2. It shall contain a "max-age" value, indicating the amount of time in seconds after which the received response is considered stale.
[bookmark: _Toc24937738][bookmark: _Toc33962558][bookmark: _Toc42883327][bookmark: _Toc49733195][bookmark: _Toc56690822][bookmark: _Toc98495346]6.4.2.2.y	ETag
An "ETag" (entity-tag) header should be included in HTTP responses, as described in IETF RFC 7232 [19], clause 2.3. It shall contain a server-generated strong validator, that allows further matching of this value (included in subsequent client requests) with a given resource representation stored in the server or in a cache.
[bookmark: _Toc24937739][bookmark: _Toc33962559][bookmark: _Toc42883328][bookmark: _Toc49733196][bookmark: _Toc56690823][bookmark: _Toc98495347]6.4.2.2.z	If-None-Match
An NF Service Consumer should issue conditional GET requests towards the Nnrf_Bootstrapping service, by including an If-None-Match header in HTTP requests, as described in IETF RFC 7232 [19], clause 3.2, containing one or several entity tags received in previous responses for the same resource.

* * * Next Change * * * *
[bookmark: _Toc11336379][bookmark: _Toc24937839][bookmark: _Toc33962659][bookmark: _Toc42883428][bookmark: _Toc49733296][bookmark: _Toc56690946][bookmark: _Toc98495467]A.5	Nnrf_Bootstrapping API
openapi: 3.0.0

info:
  version: '1.1.0-alpha.4'
  title: 'NRF Bootstrapping'
  description: |
    NRF Bootstrapping.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.510 V17.5.0; 5G System; Network Function Repository Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.510/'

paths:
  /bootstrapping:
    get:
      summary: Bootstrapping Info Request
      operationId: BootstrappingInfoRequest
      tags:
        - Bootstrapping Request
      parameters:
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in IETF RFC 7232, 3.2
          schema:
            type: string
      responses:
        '200':
          description: Successful Bootstrapping Request
          content:
            application/3gppHal+json:
              schema:
                $ref: '#/components/schemas/BootstrappingInfo'
          headers:
            Cache-Control:
              description: Cache-Control containing max-age, described in IETF RFC 7234, 5.2
              schema:
                type: string
            ETag:
              description: Entity Tag containing a strong validator, described in IETF RFC 7232, 2.3
              schema:
                type: string
        '307':
          description: Temporary Redirect
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/RedirectResponse'


(... text not shown for clarity ...)

* * * End of Changes * * * *


