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* * * First Change * * * *

[bookmark: _Toc25227234][bookmark: _Toc34039577][bookmark: _Toc39046776][bookmark: _Toc42934358][bookmark: _Toc49844574][bookmark: _Toc56519212][bookmark: _Toc98501661]5.2.2.4.2	Procedures of sending SMS payload in uplink direction using UplinkSMS service operation
The NF Service Consumer (e.g. AMF) shall send SMS payload in uplink direction by using the "sendsms" custom operation as shown in Figure 5.2.2.4.2-1.


Figure 5.2.2.4.2-1: Send SMS payload in uplink direction
1.	The NF Service Consumer (e.g. AMF) shall send a POST request to the resource representing the UEContext (i.e. …/ue-contexts/{supi}/sendsms) of the SMSF. The payload body of the POST request shall contain the SMS record to be sent.
2a.	On success, "200 OK" shall be returned with "SmsRecordDeliveryData" object in the response body.
	The SMSF may immediately respond to the NF service consumer, after successful inspection of the SMS payload, and set the "deliveryStatus" attribute to "SMS_DELIVERY_SMSF_ACCEPTED"; the SMSF may also attempt to forward the SMS payload to SMS-GMSC/IWMSC/IP-SM-GW/SMS Router.
NOTE:	The interaction between SMSF and SMS-GMSC/IWMSC/IP-SM-GW/SMS Router is out of the scope of this specification.
[bookmark: _PERM_MCCTEMPBM_CRPT35160009___3]If successful, "200 OK" shall be returned. If needed, the payload body of the POST response shall contain the status of SMS record delivery attempts at the SMSF.
2b.	On failure, the appropriate HTTP status code (e.g. "403 Forbidden") indicating the error shall be returned.
	A ProblemDetails IE shall be included in the payload body of POST response, with the "cause" attribute of ProblemDetails set to application error codes specified in table 6.1.7.3-1.
2c.	On redirection, the appropriate HTTP status code (e.g. "307 Temporary Redirect") shall be returned.
A RedirectResponse IE may be included in the payload body of POST response, as specified in table 6.1.3.3.4.2.2-2.

* * * End of Changes * * * *
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