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* * * First Change * * * *

[bookmark: _Toc98487357]5.9.2.2.2	Service Specific Authorization Data Retrieval
Figure 5.9.2.2.2-1 shows a scenario where the NF service consumer (e.g. NEF) sends a request to the UDM to receive the service specific authorization for the service parameters for an individual UE or a group of UEs (see also 3GPP TS 23.502 [3] figure 4.15.6.10-1 step 2). The request contains the UE's identity (/{ueIdentity}), service type, and service parameters (ServiceSpecificAuthorizationInfo) associated with the UE's identity. The response from UDM may contain the authorization result (AuthorizationData).




Figure 5.9.2.2.2-1: Requesting a UE's Authorization Data for a specific service
1.	The NF service consumer (e.g. NEF) sends a POST request to invoke "authorize" custom method on the resource representing the UE's subscribed information for service identified by the service type. The payload of the request shall be an object of "ServiceSpecificAuthorizationInfo" which may contain S-NSSAI, DNN, MTC Provider Information, callback URI.

If MTC Provider information and/or AF ID are received in the request, the UDM shall check whether the MTC Provider and/or the AF is allowed to perform this operation for the UE; otherwise, the UDM shall skip the MTC provider and/or AF authorization check.
2a.	If S-NSSAI, DNN and service type received in the request are allowed or is part of the UE's subscription data or group data (for a request targeting a group), UDM shall respond successfully to the NF service consumer. On success:
-	if the request targeting a group is authorized successfully and the authorisation result is not valid permanently, the UDM responds with "200 OK" with the message body containing the ServiceSpecificAuthorizationData with the validityTime as relevant for the requesting NF service consumer;.
-	if the individual UE is authorized successfully, the UDM responds with the message body containing the ServiceSpecificAuthorizationData with the SUPI of the UE, the UDM may also include the validityTime to the NF service consumer if the authorisation result is not valid permanently;
2b.	If the request targeting a group is authorized successfully, and the authorisation result is valid permanently, the UDM responds with "204 No Content".
2cb.	If there is no valid AuthorizationData for the UE Identity or unknown UE Identity, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
2dc. If S-NSSAI and/or DNN are not authorized for the service type according to the UE's subscription (including group data associated to the UE), or MTC Provider or AF are not allowed to perform this operation for the UE, HTTP status code "403 Forbidden" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *

[bookmark: _Toc98488131]6.8.3.1	Overview
Figure 6.8.3.1-1 describes the resources supported by the Nudm_SSAU API.



Figure 6.8.3.1-1: Resource URI structure of the nudm-ssau API
Table 6.8.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.8.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	ServiceType
(Document)
	/{ueIdentity}/{serviceType}/authorize
	authorize (POST)
	Authorize the configuration request for the specific service identified by the serviceType.



* * * Next Change * * * *

[bookmark: _Toc98488140]6.8.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.8.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.8.3.2.4.2.2-2.
Table 6.8.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ServiceSpecificAuthorizationInfo
	M
	1
	This IE shall indicate the information for service specific authorization, which may contain S-NSSAI, DNN, MTC Provider Information, callback URI.



Table 6.8.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceSpecificAuthorizationData
	M
	1
	200 OK
	Upon success, a response body containing the GPSI or External Group IDand SUPI, and/or the validity time shall be returned.

	n/a
	
	
	204 No Content
	If the request targeting a group is authorized successfully and the authorisation result is valid permanently, an empty response body shall be returned.

	ProblemDetails
	O
	1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- DNN_NOT_ALLOWED
- MTC_PROVIDER_NOT_ALLOWED
- AF_INSTANCE_NOT_ALLOWED
- SNSSAI_NOT_ALLOWED
- SERVICE_TYPE_NOT_ALLOWED

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



* * * Next Change * * * *

[bookmark: _Toc98488146]6.8.6.1	General
This clause specifies the application data model supported by the API.
Table 6.8.6.1-1 specifies the structured data types defined for the Nudm_SSAU service API. For simple data types defined for the Nudm_SSAU service API see table 6.8.6.3.2-1.
Table 6.8.6.1-1: Nudm_SSAU specific Data Types
	Data type
	Clause defined
	Description

	AuthUpdateNotification
	6.8.6.2.2
	

	AuthUpdateInfo
	6.8.6.2.3
	

	ServiceSpecificAuthorizationInfo
	6.8.6.2.4
	

	ServiceSpecificAuthorizationData
	6.8.6.2.x
	Authorization Response for a specific service

	AuthorizationUeId
	6.8.6.2.y
	UE Id of the Authorization Data

	ServiceType
	6.8.6.3.2
	Service Type of the Authorization



Table 6.8.6.1-2 specifies data types re-used by the Nudm_SSAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_SSAU service API.
Table 6.8.6.1-2: Nudm_SSAU re-used Data Types
	Data type
	Reference
	Comments

	AuthorizationData
	6.6.6.2.2
	

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	Snssai
	3GPP TS 29.571 [7]
	



* * * Next Change * * * *

[bookmark: _Toc11338865][bookmark: _Toc27585595][bookmark: _Toc36457605][bookmark: _Toc45028523][bookmark: _Toc45029358][bookmark: _Toc67682132][bookmark: _Toc98488065]6.8.6.2.x	Type: ServiceSpecificAuthorizationData
Table 6.8.6.2.x-1: Definition of type ServiceSpecificAuthorizationData
	Attribute name
	Data type
	P
	Cardinality
	Description

	authorizationUeId
	AuthorizationUeId
	C
	0..1
	This IE shall be present for the service specific authorisation of the individual UE.

	validityTime
	DateTime
	O
	0..1
	Indicates the granted validity time of the authorisation result.
If absent, it indicates the authorisation result is valid permanently



* * * Next Change * * * *
6.8.6.2.y	Type: AuthorizationUeId
Table 6.8.6.2.y-1: Definition of type AuthorizationUeId
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	M
	1
	

	gpsi
	Gpsi
	O
	0..1
	



* * * Next Change * * * *

[bookmark: _Toc98488170]A.9	Nudm_SSAU API
openapi: 3.0.0

info:
  version: '1.0.0-alpha.2'
  title: 'Nudm_SSAU'
  description: |
    Nudm Service Specific Authorization Service.  
    Â© 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 17.6.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'

servers:
  - url: '{apiRoot}/nudm-ssau/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nudm-ssau
  - {}

paths:
  /{ueIdentity}/{serviceType}/authorize:
    post:
      summary: Authorization for the Service specific parameters in the request.
      operationId: ServiceSpecificAuthorization
      tags:
        - Service specific authorization request
      parameters:
        - name: ueIdentity
          in: path
          description: Represents the scope of the UE for which the Service Specific Parameters are authorized. Contains the GPSI of the user or the external group ID.
          required: true
          schema:
            type: string
            pattern: '^(msisdn-[0-9]{5,15}|.+|extid-[^@]+@[^@]+|extgroupid-[^@]+@[^@]+)$'
        - name: serviceType
          in: path
          description: Represents the specific service for which the Service Specific Parameters are authorized.
          required: true
          schema:
            $ref: '#/components/schemas/ServiceType'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ServiceSpecificAuthorizationInfo'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: 'TS29503_Nudm_NIDDAU.yaml#/components/schemas/ServiceSpecificAuthorizationData'
        '204':
          description: Successful response
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
      callbacks:
        authUpdateNotification:
          '{request.body#/authUpdateCallbackUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/AuthUpdateNotification'
              responses:
                '204':
                  description: Expected response to a valid request


components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nudm-ssau: Access to the nudm-ssau API

  schemas:

# COMPLEX TYPES:
#
    AuthUpdateNotification:
      type: object
      required:
        - serviceType
        - authUpdateInfoList
      properties:
        serviceType:
          $ref: '#/components/schemas/ServiceType'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        authUpdateInfoList:
          type: array
          items:
            $ref: '#/components/schemas/AuthUpdateInfo'
          minItems: 1

    AuthUpdateInfo:
      type: object
      required:
        - authorizationData
      properties:
        authorizationData:
          $ref: 'TS29503_Nudm_NIDDAU.yaml#/components/schemas/AuthorizationData'
        invalidityInd:
          type: boolean

    ServiceSpecificAuthorizationInfo:
      description: Authorization information for a specific service
      type: object
      properties:
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        authUpdateCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        afId:
          type: string
        nefId:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/NefId'

    ServiceSpecificAuthorizationData:
      description: Authorization Response for a specific service.
      type: object
      properties:
        authorizationUeId:
          $ref: '#/components/schemas/AuthorizationUeId'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

    AuthorizationUeId:
      description: UE Id of the Authorization Data.
      type: object
      required:
        - supi
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'



# SIMPLE TYPES:



# ENUMS:

    ServiceType:
      anyOf:
        - type: string
          enum:
          - AF_GUIDANCE_FOR_URSP
        - type: string

* * * End of Changes * * * *
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