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JSON	Javascript Object Notation
LCS	LoCation Services
LPI	LCS Privacy Indicator
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NAS	Non-Access Stratum
NEF	Network Exposure Function
NIDD	Non-IP Data Delivery
NRF	Network Repository Function
NSSAI	Network Slice Selection Assistance Information
NWDAF	Network Data Analytics Function
PEI	Permanent Equipment Identifier
QFI	QoS Flow Identifier
5G-RG	5G Residential Gateway
RG	Residential Gateway
SBI	Service Based Interface
SMF	Session Management Function
SMSF	Short Message Service Function
SUCI	Subscription Concealed Identifier
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UDM	Unified Data Management
UDR	Unified Data Repository
W-AGF	Wireline Access Gateway Function
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Within the 5GC, the UDM offers services to the AMF, SMF, SMSF, NEF, GMLC, NWDAF, AUSF, DCCF and 5GDDNMF via the Nudm service-based interface (see 3GPP TS 23.501 [2], 3GPP TS 23.502 [3], 3GPP TS 23.288 [35], and 3GPP TS 23.304 [57] and 3GPP TS 33.503[x1]).
Figure 4.1-1 provides the reference model (in service-based interface representation and in reference point representation), with focus on the UDM.


Figure 4.1-1: Reference model – UDM
The functionalities supported by the UDM are listed in clause 6.2.7 of 3GPP TS 23.501 [2].
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