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*******
* * * First Change * * * *
[bookmark: _Toc25156615][bookmark: _Toc34124920][bookmark: _Toc43208056][bookmark: _Toc49857523][bookmark: _Toc56677369][bookmark: _Toc56691892][bookmark: _Toc56699156][bookmark: _Toc89035525][bookmark: _Toc89065324][bookmark: _Toc89180625][bookmark: _Toc97072320][bookmark: _Toc98542568]A.2	Namf_Communication API
openapi: 3.0.0
info:
  version: 1.2.0-alpha.6
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    ProseContext:
      description: Represents the ProSe services related parameters.
      type: object
      properties:
        directDiscovery:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UeAuth'
        directComm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UeAuth'
        l2Relay:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UeAuth'
        l3Relay:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UeAuth'
        l2Remote:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UeAuth'
        nrUePc5Ambr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        Ppc5QoSPara:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pc5QoSPara'

[…]

* * * For Information * * * *
[bookmark: _Toc89035183][bookmark: _Toc89064981][bookmark: _Toc89180280][bookmark: _Toc97071959][bookmark: _Toc98542248]6.1.6.2.72	Type: ProseContext
Table 6.1.6.2.72-1: Definition of type ProseContext
	Attribute name
	Data type
	P
	Cardinality
	Description

	directDiscovery
	UeAuth
	C
	0..1
	This IE shall be present if the UE is authorized to use the NR sidelink for the ProSe Direct Discovery service.

	directComm
	UeAuth
	C
	0..1
	This IE shall be present if the UE is authorized to use the NR sidelink for the ProSe Direct Communication service.

	l2Relay
	UeAuth
	C
	0..1
	This IE shall be present if the UE is authorized to act as a Layer-2 ProSe UE-to-Network Relay for the ProSe service.

	l3Relay
	UeAuth
	C
	0..1
	This IE shall be present if the UE is authorized to act as a Layer-3 ProSe UE-to-Network Relay for the ProSe service.

	l2Remote
	UeAuth
	C
	0..1
	This IE shall be present if the UE is authorized to act as a Layer-2 Remote UE for the ProSe service.

	nrUePc5Ambr
	BitRate
	C
	0..1
	This IE shall be present if the UE is authorized to use the NR sidelink for the ProSe services.
When present, this IE contains the ProSe NR UE-PC5-AMBR.

	pc5QoSPara
	Pc5QoSPara
	C
	0..1
	This IE shall be present if the UE is authorized to use the NR sidelink for the ProSe services.
When present, this IE contains policy data on the PC5 QoS parameters for the ProSe services on the NR sidelink.



* * * End of Changes * * * *


