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*******
* * * First Change * * * *
[bookmark: _Toc97631179]4.6.2	Procedures
The SMF and the UPF may each assign one FQ-CSID to a PFCP session during the PFCP session establishment, by signalling the SMF FQ-CSID in the PFCP Session Establishment Request or the UPF FQ-CSID in the PFCP Session Establishment Response, as shown in Figure 4.6.2-1.


Figure 4.6.2-1 : PFCP Session Establishment procedure with FQ-CSID
The SMF and the UPF shall assign only one FQ-CSID for a given PFCP session and each FQ-CSID shall have exactly one CSID within the FQ-CSID. The peer PFCP node shall store the received FQ-CSID for the related PFCP session.
The receipt of a FQ-CSID also implicitly indicates that the peer FFCP node supports the feature.
The SMF and the UPF may update the FQ-CSID associated to a PFCP session during a PFCP session modification procedure, by signalling the SMF FQ-CSID in the PFCP Session Modification Request or the UPF FQ-CSID in the PFCP Session Modification Response, as shown in Figure 4.6.2-2.


Figure 4.6.2-2: PFCP Session Modification procedure with change of FQ-CSID
An SMF that detects then that it has undergone a partial failure shall send a PFCP Session Set Deletion Request, including all its CSIDs corresponding to the component(s) that failed, to the UPF, if the UPF is known to support the feature, as shown in Figure 4.6.2-3.


[bookmark: _GoBack]Figure 4.6.2-3: SMF initiated PFCP Session Det Set Deletion procedure
Likewise, an UPF that detects then that it has undergone a partial failure shall send a PFCP Session Set Deletion Request, including all its CSIDs corresponding to the component(s) that failed, to the SMF, if the SMF is known to support the feature, as shown in Figure 4.6.2-4.


Figure 4.6.2-4: UPF initiated PFCP Session Det Set Deletion procedure
Upon receiving a PFCP Session Set Deletion Request reporting a partial failure for one or more FQ-CSID(s), the SMF or UPF shall find the PFCP sessions matching the FQ-CSID(s) and then proceed with the restoration procedures specified in clause 4 for an SMF or UPF failure.

* * * End of Changes * * * *
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