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* * * First Change * * * *

[bookmark: _Toc25073829][bookmark: _Toc34063001][bookmark: _Toc43119973][bookmark: _Toc49768028][bookmark: _Toc56434201][bookmark: _Toc98484828]5.2.2.8.3.6	Addition of PSA and BP or UL CL controlled by I-SMF
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST responserequest shall contain:
-	N4 information for the handling of the local traffic that is offloaded at the PSA (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the local offload rules at the UL CL/BP (see Annex D of 3GPP TS 29.244 [29]);
-	the DNAI related to N4 information targeting the local PSA;
-	the indication that the DNAI shall not change, if applicable;
-	the indication that the local PSA shall not change, if applicable.
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
The payload body of the POST response shall contain:
-	N4 response information;
-	the DNAI related to the N4 information if the latter relates to a local PSA.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including N4 response information if available (e.g. PFCP Session Establishment Response with a rejection cause).

* * * Next Change * * * *

[bookmark: _Toc25073830][bookmark: _Toc34063002][bookmark: _Toc43119974][bookmark: _Toc49768029][bookmark: _Toc56434202][bookmark: _Toc98484829]5.2.2.8.3.7	Removal of PSA and BP or UL CL controlled by I-SMF
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST requestresponse shall contain:
-	N4 information for the removal of the local offload rules at the UL CL/BP and PSA (see Annex D of 3GPP TS 29.244 [29]);
-	the DNAI related to N4 information targeting the local PSA.
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
The payload body of the POST response shall contain:
-	N4 response information;
-	the DNAI related to the N4 information if the latter relates to a local PSA.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including N4 response information if available (e.g. PFCP Session Deletion Response with a rejection cause).

* * * Next Change * * * *

[bookmark: _Toc25073831][bookmark: _Toc34063003][bookmark: _Toc43119975][bookmark: _Toc49768030][bookmark: _Toc56434203][bookmark: _Toc98484830]5.2.2.8.3.8	Change of PSA for IPv6 multi-homing or UL CL controlled by I-SMF
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST requestresponse shall contain:
-	N4 information for the removal of the local offload rules at the removed PSA (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the handling of the local traffic that is offloaded at the inserted PSA (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the updating of the local offload rules at the UL CL/BP (see Annex D of 3GPP TS 29.244 [29]);
-	the DNAIs related to N4 information targeting the removed or inserted PSA.
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
The payload body of the POST response shall contain:
-	N4 response information;
-	the DNAI related to the N4 information if the latter relates to a local PSA.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including N4 response information if available (e.g. PFCP Session Establishment Response with a rejection cause).
* * * Next Change * * * *

[bookmark: _Toc25073832][bookmark: _Toc34063004][bookmark: _Toc43119976][bookmark: _Toc49768031][bookmark: _Toc56434204][bookmark: _Toc98484831]5.2.2.8.3.9	Policy update procedures with an I-SMF
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST requestresponse may contain:
-	N4 information updating local offload rules at the I-SMF (see Annex D of 3GPP TS 29.244 [29]);
-	the DNAI related to the N4 information if the latter relates to a local PSA;
-	an updated list of DNAI(s) of interest for the PDU Session.
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
The payload body of the POST response shall contain:
-	N4 response information, if N4 information was received in the request;
-	the DNAI related to the N4 information if the latter relates to a local PSA.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including N4 response information if available (e.g. PFCP Session Modification Response with a rejection cause).

* * * Next Change * * * *

[bookmark: _Toc98484832]5.2.2.8.3.10	Simultaneous change of PSA and BP or UL CL controlled by I-SMF
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST requestresponse shall contain:
-	N4 information for the removal of the local offload rules at the removed PSA (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the handling of the local traffic that is offloaded at the inserted PSA (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the removal of the local offload rules at the removed UL CL/BP (see Annex D of 3GPP TS 29.244 [29]);
-	N4 information for the creation of the local offload rules at the inserted UL CL/BP (see Annex D of 3GPP TS 29.244 [29]);
-	the DNAIs related to N4 information targeting the removed or inserted PSA.
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
The payload body of the POST response shall contain:
-	N4 response information;
-	the DNAI related to the N4 information if the latter relates to a local PSA.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including N4 response information if available (e.g. PFCP Session Establishment Response with a rejection cause).

* * * End of Changes * * * *

