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* * * First Change * * * *

[bookmark: _Toc11338621][bookmark: _Toc27585292][bookmark: _Toc36457271][bookmark: _Toc45028170][bookmark: _Toc45029005][bookmark: _Toc67681766][bookmark: _Toc98487640]6.1.6.3.7	Enumeration: PduSessionContinuityInd
Table 6.1.6.3.7-1: Enumeration PduSessionContinuityIndPduScContinuity
	Enumeration value
	Description

	"MAINTAIN_PDUSESSION"
	Maintain the PDU session

	"RECONNECT_PDUSESSION"
	Disconnect the PDU session with a reactivation request

	"RELEASE_PDUSESSION"
	Disconnect PDU session without reactivation request



* * * Next Change * * * *

[bookmark: _Toc98487652]6.1.6.3.19	Enumeration: ProseDirectAllowed
Table 6.1.6.3.19-1: Enumeration ProseDirectAllowed
	Enumeration value
	Description

	"ANNOUNCE"
	It indicates that the user is allowed to announce in the corresponding PLMN for open 5G Direct Discovery Model A.

	"MONITOR"
	It indicates that the user is allowed to monitor in the corresponding PLMN for open 5G Direct Discovery Model A.

	"RESTRICTD_ANNOUNCE"
	It indicates that the user is allowed to announce in the corresponding PLMN for restricted 5G ProSe Direct Discovery Model A.

	"RESTRICTD_MONITOR"
	It indicates that the user is allowed to monitor in the corresponding PLMN for restricted 5G ProSe Direct Discovery Model A.

	"DISCOVERER"
	It indicates that the user is allowed to perform discoverer operation in the corresponding PLMN for restricted 5G ProSe Direct Discovery Model B.

	"DISCOVEREE"
	It indicates that the user is allowed to perform discoveree operation in the corresponding PLMN for restricted 5G ProSe Direct Discovery Model B.

	"BROADCASTt"
	It indicates that the user is allowed to perform Broadcast mode 5G ProSe Direct Communication for NR PC5 in the corresponding PLMN.

	"GROUPCAST"
	It indicates that the user is allowed to perform Groupcast mode 5G ProSe Direct Communication for NR PC5 in the corresponding PLMN.

	"UNICAST"
	It indicates that the user is allowed to perform Unicast mode 5G ProSe Direct Communication for NR PC5 in the corresponding PLMN.

	"LAYER2_RELAY"
	It indicates that the user is allowed to act as a 5G ProSe Layer-2 UE-to-Network Relay.

	"LAYER3_RELAY"
	It indicates that the user is allowed to act as a 5G ProSe Layer-3 UE-to-Network Relay.



* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc98488163]A.2	Nudm_SDM API
openapi: 3.0.0

info:
  version: '2.2.0-alpha.7'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
# ENUMS:

    DataSetName:
      anyOf:
        - type: string
          enum:
          - AM
          - SMF_SEL
          - UEC_SMF
          - UEC_SMSF
          - SMS_SUB
          - SM
          - TRACE
          - SMS_MNG
          - LCS_PRIVACY
          - LCS_MO
          - UEC_AMF
          - V2X
          - LCS_BCA
          - PROSE
          - UC
          - MBS
        - type: string
[…]

* * * End of Changes * * * *

