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* * * First Change * * * *
6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the data types defined for the Nudm_UEAU service API.
Table 6.3.6.1-1: Nudm_UEAU specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfoRequest
	6.3.6.2.2
	Contains Serving Network Name and Resynchronization Information

	AuthenticationInfoResult
	6.3.6.2.3
	Contains an Authentication Vector (AV)

	AvEapAkaPrime
	6.3.6.2.4
	Contains RAND, XRES, AUTN, CK', and IK'

	Av5GHeAka
	6.3.6.2.5
	Contains RAND, XRES*, AUTN, KAUSF

	ResynchronizationInfo
	6.3.6.2.6
	Contains RAND and AUTS

	AuthEvent
	6.3.6.2.7
	Authentication Event

	AuthenticationVector
	6.3.6.2.8
	

	RgAuthCtx
	6.3.6.2.9
	Contains the UE id (i.e. SUPI) and the authentication indication.

	HssAuthenticationInfoRequest
	6.3.6.2.10
	Contains authentication method, serving network id, number of requested vectors and resynchronization information

	HssAuthenticationInfoResult
	6.3.6.2.11
	Contains the authentication vectors for EPS/IMS domain

	HssAuthenticationVectors
	6.3.6.2.12
	

	AvEpsAka
	6.3.6.2.13
	Contains RAND, XRES, AUTN, KASME

	AvImsGbaEapAka
	6.3.6.2.14
	Contains RAND, XRES, AUTN, CK, and IK

	GbaAuthenticationInfoRequest
	6.3.6.2.15
	Contains authentication method and resynchronization information

	GbaAuthenticationInfoResult
	6.3.6.2.16
	Contains the authentication vectors for GBA's BSF domain

	Autn
	6.3.6.3.2
	

	Auts
	6.3.6.3.2
	

	CkPrime
	6.3.6.3.2
	

	IkPrime
	6.3.6.3.2
	

	Kausf
	6.3.6.3.2
	

	Rand
	6.3.6.3.2
	

	ServingNetworkName
	6.3.6.3.2
	

	Success
	6.3.6.3.2
	

	Xres
	6.3.6.3.2
	

	XresStar
	6.3.6.3.2
	

	AuthenticatedInd
	6.3.6.3.2
	

	ConfidentialityKey
	6.3.6.3.2
	

	IntegrityKey
	6.3.6.3.2
	

	Kasme
	6.3.6.3.2
	

	NumOfRequestedVectors
	6.3.6.3.2
	

	Autn
	6.3.6.3.2
	

	AuthType
	6.3.6.3.3
	

	AvType
	6.3.6.3.4
	

	HssAuthType
	6.3.6.3.5
	

	HssAvType
	6.3.6.3.6
	

	HssAuthTypeInUri
	6.3.6.3.7
	

	AccessNetworkId
	6.3.6.3.8
	

	GbaAuthType
	6.3.6.3.10
	



Table 6.3.6.1-2 specifies data types re-used by the Nudm_UEAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_UEAU service API.
Table 6.3.6.1-2: Nudm_UEAU re-used Data Types
	Data type
	Reference
	Comments

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	NfSetId
	3GPP TS 29.571 [7]
	Network Function Set Identifier

	DateTime
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	

	CagId
	3GPP TS 29.571 [7]
	

	ServerAddressingInfo
	3GPP TS 29.571 [7]
	Server address info, which in this specification contains information of a Provisioning Server (PVS)

	3GAkaAv
	3GPP TS 29.562 [xx]
	

	ResynchronizationInfo
	3GPP TS 29.562 [xx]
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Table 6.3.6.2.7-1: Definition of type AuthEvent
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfInstanceId
	NfInstanceId
	M
	1
	Identifier of the NF instance where the authentication occurred (e.g. AUSF)

	success
	Success
	M
	1
	true indicates success; false indicates no success.
Set to false in case of authentication result removal.

	timeStamp
	DateTime
	M
	1
	time stamp of the authentication

	authType
	AuthType
	M
	1
	string
Authentication Type 

	servingNetworkName
	ServingNetworkName
	M
	1
	See 3GPP TS 33.501 [6] clause 6.1.1.4

	authRemovalInd
	Boolean
	O
	0..1
	When present, it shall indicate the authentication result in the UDM shall be removed.
This IE shall be set as follows:
-	true: authentication result in the UDM shall be removed;
-	false (default): authentication result in the UDM shall not be removed.

	nfSetId
	NfSetId
	O
	0..1
	If present, it indicates the NF Set ID where the authentication occurred (e.g. AUSF Set)

	resetIds
	array(string)
	O
	1..N
	May be present in Authentication Confirmation response messages.
The AUSF may decide to re-confirm the authentication at the UDM when receiving a data restoration notification containing a matching resetId.
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************text not shown for clarity***********


    AuthEvent:
      type: object
      required:
        - nfInstanceId
        - success
        - timeStamp
        - authType
        - servingNetworkName
      properties:
        nfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        success:
          $ref: '#/components/schemas/Success'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        authType:
          $ref: '#/components/schemas/AuthType'
        servingNetworkName:
          $ref: '#/components/schemas/ServingNetworkName'
        authRemovalInd:
          type: boolean
          default: false
        nfSetId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
        resetIds:
          type: array
          items:
            type: string
          minItems: 1


************text not shown for clarity***********

* * * End Of Change * * * *
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