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	Reason for change:
	In clause 5.2.2.8.2.17, it specifies that hoState=CANCELLED in the HsmfUpdateData in HTTP POST request:
The POST request shall contain:
-	the requestIndication set to PDU_SES_MOB;
-	the hoState attribute set to "CANCELLED";
-	the cause attribute set to "HO_FAILURE";
-	an empty list of EPS Bearer Ids;
-	the hoPreparationIndication IE set to "false", to indicate that there is no handover preparation in progress anymore.
However, this hoState attribute is actually not used by the I-SMF/V-SMF in request sent to the SMF/H-SMF in the EPS to 5GS handover failure procedure, and is not appeared in the HsmfUpdateData structure. Thus, it is proposed to remove the inclusion of hoState from clause 5.2.2.8.2.17.

	
	

	Summary of change:
	Remove the inclusion of hoState attribute from clause 5.2.2.8.2.17.

	
	

	Consequences if not approved:
	In clause 5.2.2.8.17, it states that hoState shall be included in the request, while the hoState attribute is not really needed and not included in the HsmfUpdateData structure. Inconsistency exists in the specification.
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	Other comments:
	This CR doesn't introduces any change to the OpenAPI files.

	
	

	This CR's revision history:
	Rev#1:
- Revert the change of adding hoState to HsmfUpdateData structure. Instead, simply remove hoState from clause 5.2.2.2.8.17.
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* * * Begin of Changes * * * *
[bookmark: _Toc98484197][bookmark: _Toc98484334][bookmark: _Toc90553078][bookmark: _Toc25073802][bookmark: _Toc34062970][bookmark: _Toc43119939][bookmark: _Toc49767994][bookmark: _Toc56434167][bookmark: _Toc90558494][bookmark: _Toc25073936][bookmark: _Toc34063119][bookmark: _Toc43120096][bookmark: _Toc49768151][bookmark: _Toc56434324][bookmark: _Toc90558659][bookmark: _Toc25073945][bookmark: _Toc34063128][bookmark: _Toc43120105][bookmark: _Toc49768160][bookmark: _Toc56434333][bookmark: _Toc90558668]5.2.2.8.2.17	EPS to 5GS Handover Failure
If the handover to 5GS failed, e.g. rejected by the target NG-RAN, the requirements specified in clause 5.2.2.8.2.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.2-1, with the following modifications.
[bookmark: _MCCTEMPBM_CRPT95390096___3]The POST request shall contain:
-	the requestIndication set to PDU_SES_MOB;
-	the hoState attribute set to "CANCELLED";
-	the cause attribute set to "HO_FAILURE";
-	an empty list of EPS Bearer Ids;
-	the hoPreparationIndication IE set to "false", to indicate that there is no handover preparation in progress anymore.
2.	Same as step 2 of Figure 5.2.2.8.2-1, with the following modifications.
[bookmark: _MCCTEMPBM_CRPT95390097___3]The H-SMF or SMF shall return a 200 OK response. The H-SMF or SMF shall release the resources prepared for the handover. The combined PGW-C+SMF shall not release the PDN connection that was attempted to be handed over.
* * * End of Changes * * * *
