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* * * First Change * * * *
[bookmark: _Toc24932130][bookmark: _Toc24932564][bookmark: _Toc27592573][bookmark: _Toc24925810][bookmark: _Toc24925988][bookmark: _Toc24926164][bookmark: _Toc33964017][bookmark: _Toc33980773][bookmark: _Toc36462574][bookmark: _Toc36462770][bookmark: _Toc43026009][bookmark: _Toc49763543][bookmark: _Toc56754239][bookmark: _Toc88743006][bookmark: _Toc98505322]5.4.4.15	Type RouteToLocation
Table 5.4.4.15-1: Definition of type RouteToLocation
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnai
	Dnai
	M
	1
	Identifies the location of the application.

	routeInfo
	RouteInformation
	C
	0..1
	Includes the traffic routing information.

	routeProfId
	string
	C
	0..1
	Identifies the routing profile Id.

	NOTE:	At least one of the "routeInfo" attribute and the "routeProfId" attribute shall be included in the "RouteToLocation" data type.Either the "routeInfo" attribute or the "routeProfId" attribute shall be included in the "RouteToLocation" data type.



* * * End of Changes * * * *
    RouteToLocation:
      type: object
      properties:
        dnai:
          $ref: '#/components/schemas/Dnai'
        routeInfo:
          $ref: '#/components/schemas/RouteInformation'
        routeProfId:
          type: string
          nullable: true
      required:
        - dnai
      anyOf:
        - required: [ routeInfo ]
        - required: [ routeProfId ]
      nullable: true

* * * Information * * * *

