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	Reason for change:
	TS 23.527 specifies the following requirements for the restoration procedure for an MB-UPF failure without restart:

-	if unicast transport is used on N6mb and/or Nmb9:
-	the MB-SMF shall update the AF/NEF/MBSF about the new N6mb/Nmb9 ingress tunnel address to use for sending MBS data for a given MBS session, or location dependent component of the MBS session, by sending an Nmbsmf_MBSSession_StatusNotify request including an "Ingress Tunnel Address Change" event and the new N6mb/Nmb9 ingress tunnel address;
-	the AF/MBSF shall start sending MBS data to the new N6mb/Nmb9 ingress tunnel address.

See Ts 29.571 CR0348 where the common data type is defined.
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	Clause 4.4.29.7 is updated to include the update in the ingress tunnel address.
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* * * First Change * * * *
[bookmark: _Toc97203191][bookmark: _Toc90112977][bookmark: _Toc51847065][bookmark: _Toc57022696][bookmark: _Toc82556862][bookmark: _Toc27745105][bookmark: _Toc29803257][bookmark: _Toc35970047][bookmark: _Toc36050841][bookmark: _Toc44847560][bookmark: _Toc51845214][bookmark: _Toc51845545][bookmark: _Toc57017614][bookmark: _Toc82555487][bookmark: _Toc51845218][bookmark: _Toc51845549][bookmark: _Toc57017618][bookmark: _Toc82555492][bookmark: _Toc57017474][bookmark: _Toc82555351][bookmark: _Toc51845075][bookmark: _Toc51845406][bookmark: _Toc51846926][bookmark: _Toc57022553][bookmark: _Toc82556706]4.4.29.3.7	Procedure for MBS session status notification
This procedure is used by the NEF to send MBS session status events notifications for a multicast or a broadcast session to a previously subscribed AF.
In order to send an MBS Session status events notification, the NEF shall send a Nnef_MBSSession_StatusNotify request to the AF using the HTTP POST method, with the request body including the MbsSessionStatusNotif data structure that shall contain:.
-	within the "eventList" attribute, the list of MBS session events to be reported, encoded via the MbsSessionEventReportList data structure that shall contain:
-	within the "eventReportList" attribute, one or several individual MBS session event report(s), with each one of them encoded within the MbsSessionEventReport data structure that shall contain:
-	within the "ingressTunAddrInfo" attribute, the ingress tunnel address to use to send MBS session data over N6mb/Nmb9 interface, when the "eventType" attribute is set to "INGRESS_TUNNEL_ADD_CHANGE".
Upon reception of this notification request, the AF shall acknowledge its successful reception by sending a Nnef_MBSSession_StatusNotify response message with an HTTP "204 No Content" status code.
Editor's note:	Error cases and the related MBS responses are FFS.

* * * End of Changes * * * *

