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*** First Change ***
[bookmark: _Toc28013458][bookmark: _Toc36040214][bookmark: _Toc44692831][bookmark: _Toc45134292][bookmark: _Toc49607356][bookmark: _Toc51763328][bookmark: _Toc58849465][bookmark: _Toc59018435][bookmark: _Toc68169434][bookmark: _Toc83224912][bookmark: _Toc20407550][bookmark: _Toc36040359][bookmark: _Toc45134250][bookmark: _Toc51763448][bookmark: _Toc59018708]5.6.3.3.10	Type UeLocationInfo
Table 5.6.3.3.10-1: Definition of type UeLocationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	loc
	LocationArea5G
	M
	1
	This attribute contains the detailed location.
	

	ratio
	SamplingRatio
	C
	0..1
	This attribute contains the percentage of UEs in the group. 
Shall be present if the analytics result applies for a group of UEs.
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, a zero confidence shall be returned.



*** Next Change ***
[bookmark: _Toc28012828][bookmark: _Toc36040219][bookmark: _Toc44692836][bookmark: _Toc45134297][bookmark: _Toc49607361][bookmark: _Toc51763333][bookmark: _Toc58849470][bookmark: _Toc59018440][bookmark: _Toc68169439][bookmark: _Toc83224917]5.6.3.3.15	Type AbnormalExposure
Table 5.6.3.3.15-1: Definition of type AbnormalExposure
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsis
	array(Gpsi)
	C
	1..N
	Each element identifies a UE which is affected with the Exception.
Shall be present if the subscription request applies to more than one UE.
	

	excep
	Exception
	M
	1
	Contains the exception information.
	

	appId
	ApplicationId
	O
	0..1
	Identifies an application. May only be present if the "appIds" attribute was provided within AnalyticsEventFilter during the subscription for event notification procedure.
	

	ratio
	SamplingRatio
	C
	0..1
	This attribute contains the percentage of UEs with same analytics result in the group or among all UEs.
Shall be present if the analytics result applies for a group of UEs or any UE.
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	addtMeasInfo
	AdditionalMeasurement
	O
	0..1
	Additional measurement.
	

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, a zero confidence shall be returned.



*** Next Change ***
[bookmark: _Toc36040221][bookmark: _Toc44692838][bookmark: _Toc45134299][bookmark: _Toc49607363][bookmark: _Toc51763335][bookmark: _Toc58849472][bookmark: _Toc59018442][bookmark: _Toc68169441][bookmark: _Toc83224919]5.6.3.3.17	Type CongestionAnalytics
Table 5.6.3.3.17-1: Definition of type CongestionAnalytics
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	cngType
	CongestionType
	M
	1
	Represents congestion type.
	

	tmWdw
	TimeWindow
	M
	1
	Represents a start time and a stop time observed for the congestion information.
	

	nsi
	ThresholdLevel
	M
	1
	Represents network congestion level.
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, a zero confidence shall be returned.



*** Next Change ***
[bookmark: _Toc36040222][bookmark: _Toc44692839][bookmark: _Toc45134300][bookmark: _Toc49607364][bookmark: _Toc51763336][bookmark: _Toc58849473][bookmark: _Toc59018443][bookmark: _Toc68169442][bookmark: _Toc83224920]5.6.3.3.18	Type QosSustainabilityExposure
Table 5.6.3.3.18-1: Definition of type QosSustainabilityExposure
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locArea
	LocationArea5G
	M
	1
	Identification(s) of applicable location areas where the analytics result applies.
	

	startTs
	DateTime
	M
	1
	Represents the start time of the applicable observing period.
	

	endTs
	DateTime
	M
	1
	Represents the end time of the applicable observing period.
	

	qosFlowRetThd
	RetainabilityThreshold
	O
	0..1
	The reporting QoS Flow Retainability Threshold that are met or crossed for 5QI of GBR resource type.
(NOTE 1)
	

	ranUeThrouThd
	BitRate
	O
	0..1
	The reporting RAN UE Throughput Threshold that are met or crossed for 5QI of non-GBR resource type.
(NOTE 1)
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE 2)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	NOTE 1:	Either qosFlowRetThd or ranUeThrouThd shall be provided. 
NOTE 2:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, a zero confidence shall be returned.



*** Next Change ***
[bookmark: _Toc44692840][bookmark: _Toc45134301][bookmark: _Toc49607365][bookmark: _Toc51763337][bookmark: _Toc58849474][bookmark: _Toc59018444][bookmark: _Toc68169443][bookmark: _Toc83224921]5.6.3.3.19	Type NetworkPerfExposure
Table 5.6.3.3.19-1: Definition of type NetworkPerfExposure
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locArea
	LocationArea5G
	M
	1
	Identification of network area to which the subscription applies.
	

	nwPerfType
	NetworkPerfType
	M
	1
	The type of the network performance
	

	relativeRatio
	SamplingRatio
	O
	0..1
	The reported relative ratio expressed in percentage. (NOTE 1)
	

	absoluteNum
	Uinteger
	O
	0..1
	The reported absolute number (NOTE 1)
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE 2)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	NOTE 1:	Either relativeRatio or absoluteNum shall be provided.
NOTE 2:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, a zero confidence shall be returned.



*** End of Changes ***

