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*** First Change ***
[bookmark: _Toc36102472][bookmark: _Toc43563514][bookmark: _Toc45134057][bookmark: _Toc50032705][bookmark: _Toc28012831][bookmark: _Toc34266301][bookmark: _Toc51763017][bookmark: _Toc56641265][bookmark: _Toc59017782][bookmark: _Toc63199154][bookmark: _Toc66230583][bookmark: _Toc68168814][bookmark: _Toc70545587][bookmark: _Toc83225100][bookmark: _Toc90655579][bookmark: _Toc97231949][bookmark: _Toc20407550][bookmark: _Toc36040359][bookmark: _Toc45134250][bookmark: _Toc51763448][bookmark: _Toc59018708]5.1.6.2.18	Type CongestionInfo
Table 5.1.6.2.18-1: Definition of type CongestionInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	congType
	CongestionType
	M
	1
	Identification congestion analytics type.
	

	timeIntev
	TimeWindow
	M
	1
	Represents a the start time and a the stop time to whichrequested for the congestion information applies.
	

	nsi
	ThresholdLevel
	M
	1
	Network Status Indication.
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the EventReportingRequirement type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, the NWDAF shall return a zero confidence.



*** End of Changes ***
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