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	CR
	Rev
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	Title
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	Vsn
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	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	29.520
	0475
	-
	Rel-16
	Removing UDM from the list of service consumers for Analytics Subscriptions
	F
	16.11.0
	CT3#122-e
	C3-223057
	Nokia, Nokia Shanghai Bell
	eNA
	4.1, 4.2.1.2, 4.2.1.3.2, 4.2.2.1
	

	29.520
	0476
	-
	Rel-17
	Removing UDM from the list of service consumers for Analytics Subscriptions
	A
	17.6.0
	CT3#122-e
	C3-223058
	Nokia, Nokia Shanghai Bell
	eNA
	4.1, 4.2.1.2, 4.2.1.3.2, 4.2.2.1
	

	29.520
	0477
	-
	Rel-16
	Removing UDM from the list of service consumers for Analytics Information
	F
	16.11.0
	CT3#122-e
	C3-223059
	Nokia, Nokia Shanghai Bell
	eNA
	4.1, 4.3.1.2, 4.3.1.3.2, 4.3.2.1
	

	29.520
	0478
	-
	Rel-17
	Removing UDM from the list of service consumers for Analytics Information
	A
	17.6.0
	CT3#122-e
	C3-223060
	Nokia, Nokia Shanghai Bell
	eNA
	4.1, 4.3.1.2, 4.3.1.3.2, 4.3.2.1
	

	29.520
	0508
	-
	Rel-16
	Presence condition on data types of UE related analytics
	F
	16.11.0
	CT3#122-e
	C3-223254
	Huawei
	eNA
	5.1.6.2.3, 5.1.6.2.10, 5.1.6.2.14, A.2
	

	29.520
	0509
	1
	Rel-17
	Presence condition on data types of UE related analytics
	A
	17.6.0
	CT3#122-e
	C3-223588
	Huawei
	eNA
	5.1.6.2.3, 5.1.6.2.10, 5.1.6.2.13, 5.1.6.2.14, A.2
	

	29.520
	0511
	-
	Rel-16
	Presence condition on Network Performance and Flow Description data types
	F
	16.11.0
	CT3#122-e
	C3-223257
	Huawei
	eNA
	5.1.6.2.23, 5.1.6.2.27, A.2
	

	29.520
	0512
	1
	Rel-17
	Presence condition on Network Performance and Flow Description data types
	A
	17.6.0
	CT3#122-e
	C3-223589
	Huawei
	eNA
	5.1.6.2.23, 5.1.6.2.27, A.2
	

	29.520
	0513
	1
	Rel-16
	Presence condition on NF load data types
	F
	16.11.0
	CT3#122-e
	C3-223594
	Huawei
	eNA
	5.1.6.2.31, A.2
	

	29.520
	0514
	1
	Rel-17
	Presence condition on NF load data types
	A
	17.6.0
	CT3#122-e
	C3-223590
	Huawei
	eNA
	5.1.6.2.31, A.2
	

	29.520
	0515
	-
	Rel-16
	Presence condition on QoS Sustainability data types
	F
	16.11.0
	CT3#122-e
	C3-223261
	Huawei
	eNA
	5.1.6.2.19, 5.1.6.2.20, 5.1.6.2.21, A.2
	

	29.520
	0516
	1
	Rel-17
	Presence condition on QoS Sustainability data types
	A
	17.6.0
	CT3#122-e
	C3-223591
	Huawei
	eNA
	5.1.6.2.19, 5.1.6.2.20, 5.1.6.2.21, A.2
	

	29.520
	0527
	1
	Rel-16
	Correction to Threshold value in QosSustainabilityInfo
	F
	16.11.0
	CT3#122-e
	C3-223623
	ZTE
	eNA
	5.2.6.2.2
	

	29.520
	0528
	1
	Rel-17
	Correction to Threshold value in QosSustainabilityInfo
	A
	17.6.0
	CT3#122-e
	C3-223624
	ZTE
	eNA
	5.2.6.2.2
	

	29.520
	0529
	-
	Rel-16
	Correction to time period in CongestionInfo
	F
	16.11.0
	CT3#122-e
	C3-223368
	ZTE
	eNA
	5.1.6.2.18
	

	29.520
	0530
	-
	Rel-17
	Correction to time period in CongestionInfo
	A
	17.6.0
	CT3#122-e
	C3-223369
	ZTE
	eNA
	5.1.6.2.18
	

	29.522
	0625
	1
	Rel-16
	value range of confidence
	F
	16.10.0
	CT3#122-e
	C3-223619
	ZTE
	eNA
	5.6.3.3.10, 5.6.3.3.15, 5.6.3.3.17, 5.6.3.3.18, 5.6.3.3.19
	

	29.522
	0626
	1
	Rel-17
	value range of confidence
	A
	17.5.0
	CT3#122-e
	C3-223620
	ZTE
	eNA
	5.6.3.3.10, 5.6.3.3.15, 5.6.3.3.17, 5.6.3.3.18, 5.6.3.3.19
	

	29.522
	0627
	1
	Rel-16
	NEF mapping for Analytics Exposure Subscription
	F
	16.10.0
	CT3#122-e
	C3-223621
	ZTE
	eNA
	4.4.14.1, 5.6.3.3.14
	

	29.522
	0628
	1
	Rel-17
	NEF mapping for Analytics Exposure Subscription
	A
	17.5.0
	CT3#122-e
	C3-223622
	ZTE
	eNA
	4.4.14.1, 5.6.3.3.14
	


