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*** First Change ***
[bookmark: _Toc28012826][bookmark: _Toc34266296][bookmark: _Toc36102467][bookmark: _Toc43563509][bookmark: _Toc45134052][bookmark: _Toc50031984][bookmark: _Toc51762904][bookmark: _Toc56640971][bookmark: _Toc59017939][bookmark: _Toc66231807][bookmark: _Toc68168968][bookmark: _Toc70550635][bookmark: _Toc83233081][bookmark: _Toc85552991][bookmark: _Toc85557090][bookmark: _Toc88667592][bookmark: _Toc90655877][bookmark: _Toc94064260][bookmark: _Toc98233645]5.1.6.2.13	Type UeCommunication
Table 5.1.6.2.13-1: Definition of type UeCommunication
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	commDur
	[bookmark: _Hlk16251879]DurationSec
	M
	0..1
	Identifies the duration of the communication.
If the analytics result applies for a group of UEs, it indicates the average duration for the subset of UEs indicated by a given ratio in the group.
	

	commDurVariance
	Float
	C
	0..1
	This attribute indicates the variance of the analysed durations for the subset of UEs indicated by a given ratio in the group. It shall be provided if the analytics result applies for a group of UEs.
	

	perioTime
	DurationSec
	O
	0..1
	Identifies interval time of periodic communication, e.g. every 10 minutes or 1 hour. (NOTE 2)
If the analytics result applies for a group of UEs, it indicates the average interval time of periodic communication for the subset of UEs indicated by a given ratio in the group.
	

	perioTimeVariance
	Float
	C
	0..1
	This attribute indicates the variance of the analysed intervals of periodic communication for the subset of UEs indicated by a given ratio in the group. It shall be provided if the analytics result applies for a group of UEs.
	

	ts
	DateTime
	C
	0..1
	Identifies the start time of the communication. (NOTE 1)
	

	[bookmark: _Hlk38384073]tsVariance
	Float
	O
	0..1
	This attribute indicates the variance of the analysed start time for the subset of UEs indicated by a given ratio in the group. It may only be provided if the ts attribute is provided.
	

	recurringTime
	[bookmark: _Hlk16251926]ScheduledCommunicationTime
	C
	0..1
	Identifies time of the day and day of the week which are valid within the observation period when the UE has communication. Providing the end time in ScheduledCommunicationTime data type is not required. (NOTE 1, NOTE 3)
	

	trafChar
	TrafficCharacterization
	M
	1
	Identifies the detailed traffic characterization.
	

	ratio
	SamplingRatio
	C
	0..1
	This attribute contains the percentage of UEs with same analytics result in the group.
Shall be present if the analytics result applies for a group of UEs.
	

	perioCommInd
	boolean
	O
	0..1
	This attribute indicates whether the UE communicates periodically or not.
	UeCommunicationExt

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE 4)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	anaOfAppList
	AppListForUeComm
	C
	0..1
	Represents the analytics of the application list used by UE. 
Shall be present if one of the elements in the "listOfAnaSubsets" attribute was set to APP_LIST_FOR_UE_COMM.
	UeCommunicationExt

	sessInactTimer
	SessInactTimerForUeComm
	C
	0..1
	Represents the N4 Session inactivity timer.
Shall be present if one of the element in the "listOfAnaSubsets" attribute was set to N4_SESS_INACT_TIMER_FOR_UE_COMM.
	UeCommunicationExt

	NOTE 1:	Either ts or recurringTime shall be provided.
NOTE 2:	If this attribute is present, it indicates the communication is periodic and its value shall be larger than the commDur value. If this attribute is present with the ts attribute, it indicates the periodic communication time valid within the observation period; if it is present with the recurringTime attribute, it indicates the periodic communication time valid within the day(s).
NOTE 3:	If this attribute is present, it indicates the communication is periodic. This attribute is suitable to be present for a recurring communication in a long observation time.
NOTE 4:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, the NWDAF shall return a zero confidence.




*** NextChange ***
[bookmark: _Toc28012833][bookmark: _Toc34266303][bookmark: _Toc36102474][bookmark: _Toc43563516][bookmark: _Toc45134059][bookmark: _Toc50031991][bookmark: _Toc51762911][bookmark: _Toc56640978][bookmark: _Toc59017946][bookmark: _Toc66231814][bookmark: _Toc68168975][bookmark: _Toc70550642][bookmark: _Toc83233088][bookmark: _Toc85552998][bookmark: _Toc85557097][bookmark: _Toc88667599][bookmark: _Toc90655884][bookmark: _Toc94064267][bookmark: _Toc98233652][bookmark: _Hlk34256545]5.1.6.2.20	Type QosRequirement
Table 5.1.6.2.20-1: Definition of type QosRequirement
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	5qi
	5Qi
	C
	0..1
	Represents a 5G QoS Identifier. It shall be included for standardized or preconfigured 5QIs. (NOTE)
	

	gfbrUl
	BitRate
	C
	0..1
	Indicates GFBR in the uplink.
It shall be included for GBR 5QIs.
	

	gfbrDl
	BitRate
	C
	0..1
	Indicates GFBR in the downlink.
It shall be included for GBR 5QIs.
	

	resType
	QosResourceType
	C
	0..1
	Resource type.
Shall be provided for the non-standardized and non-preconfigured QoS characteristics. (NOTE)
	

	pdb
	PacketDelBudget
	C
	0..1
	Packet Delay Budget.
May be supplied for the non-standardized and non-pre-configured QoS characteristics. 
	

	per
	PacketErrRate
	C
	0..1
	Packet Error Rate.
May be supplied for the non-standardized and non-pre-configured QoS characteristics. 
	

	NOTE:	Either 5QI within "5qi" attribute or the resource type within "resType" attribute shall be provided.





End of Changes ***
