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* * * * Start of Changes * * * *
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This clause defines data structures to be used in resource representations, including subscription resources.
Table 5.3.2.1.1-1 specifies data types re-used by the MonitoringEvent API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the MonitoringEvent API. 
Table 5.3.2.1.1-1: MonitoringEvent API re-used Data Types
	Data type
	Reference
	Comments

	CivicAddress
	3GPP TS 29.572 [42]
	Civic address.

	CodeWord
	3GPP TS 29.515 [65]
	Code word.

	DlDataDeliveryStatus
	3GPP TS 29.571 [45]
	Traffic Descriptor of source of downlink data notifications.

	DddTrafficDescriptor
	3GPP TS 29.571 [45]
	Traffic Descriptor of source of downlink data.

	Dnn
	3GPP TS 29.571 [45]
	Identifies a DNN.

	GeographicArea
	3GPP TS 29.572 [42]
	Identifies the geographical information of the user(s).

	IpAddr
	3GPP TS 29.571 [45]
	UE IP Address.

	LocationQoS
	3GPP TS 29.572 [42]
	Requested location QoS.

	LdrType
	3GPP TS 29.572 [42]
	Location deferred requested event type.

	MinorLocationQoS
	3GPP TS 29.572 [42]
	Minor Location QoS.

	VelocityRequested
	3GPP TS 29.572 [42]
	Velocity of the target UE requested.

	AgeOfLocationEstimate
	3GPP TS 29.572 [42]
	Age of the location estimate for change of location type or motion type of Location deferred report.

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [42]
	The indication whether the obtained location estimate satisfies the requested QoS or not.

	VelocityEstimate
	3GPP TS 29.572 [42]
	UE velocity, if requested and available.

	LinearDistance
	3GPP TS 29.572 [42]
	This IE shall be present and set to true if a location estimate is required for motion event report.

	NetworkAreaInfo
	3GPP TS 29.554 [50]
	Identifies a network area information.

	PatchItem
	3GPP TS 29.571 [45]
	Contains the list of changes to be made to a resource according to the JSON PATCH format specified in IETF RFC 6902 [rn1].

	PositioningMethod
	3GPP TS 29.572 [42]
	Identifies the positioning method used to obtain the location estimate of the UE.

	SACEventStatus
	3GPP TS 29.571 [45]
	Contains the network slice status information related to network slice admission control.

	SACInfo
	3GPP TS 29.571 [45]
	Represents network slice admission control information to control the triggering of notifications or convey network slice status information.

	Snssai
	3GPP TS 29.571 [45]
	Contains a S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.3.4-1.

	ServiceIdentiy
	3GPP TS 29.515 [65]
	Service identity.

	SupportedGADShapes
	3GPP TS 29.572 [42]
	Supported Geographical Area Description shapes.

	MacAddr48
	3GPP TS 29.571 [45]
	MAC Address.



Table 5.3.2.1.1-2 specifies the data types defined for the MonitoringEvent API.
Table 5.3.2.1.1-2: MonitoringEvent API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	Accuracy
	5.3.2.4.7
	Represents a desired granularity of accuracy for the requested location information.
	Location_notification,
eLCS, EDGEAPP

	ApiCapabilityInfo
	5.3.2.3.9
	Represents the availability information of supported API.
	API_support_capability_notification

	AppliedParameterConfiguration
	5.3.2.3.8
	Represents the parameter configuration applied in the network.
	Enhanced_param_config

	AssociationType
	5.3.2.4.6
	Represents an IMEI or IMEISV to IMSI association.
	Change_of_IMSI_IMEI_association_notification

	FailureCause
	5.3.2.3.6
	Represents the reason of communication failure.
	Communication_failure_notification

	IdleStatusInfo
	5.3.2.3.3
	Represents the information relevant to when the UE transitions into idle mode.
	Ue-reachability_notification,
Availability_after_DDN_failure_notification

	InterfaceIndication
	5.3.2.4.10
	Represents the network entity used for data delivery towards the SCS/AS.
	Pdn_connectivity_status

	LocationFailureCause
	5.3.2.4.11
	Represents the cause of location/positioning failure.
	Location_notification, eLCS

	LocationInfo
	5.3.2.3.5
	Represents the user location information.
	Location_notification, eLCS

	LocationType
	5.3.2.4.5
	Represents a location type.
	Location_notification, Number_of_UEs_in_an_area_notification, Number_of_UEs_in_an_area_notification_5G,
eLCS

	MonitoringEventReport
	5.3.2.3.2
	Represents an event monitoring report.
	

	MonitoringEventReports
	5.3.2.3.10
	Represents one or multiple event monitoring report(s).
	enNB

	MonitoringEventSubscription
	5.3.2.1.2
	Represents a subscription to event(s) monitoring.
	

	MonitoringEventSubscriptionPatch
	5.3.2.1.3
	Represents a modification of a subscription to event(s) monitoring.
	

	MonitoringNotification
	5.3.2.2.2
	Represents an event monitoring notification.
	

	MonitoringType
	5.3.2.4.3
	Represents a monitoring event type.
	

	PdnConnectionInformation
	5.3.2.3.7
	Represents the PDN connection information of the UE.
	Pdn_connectivity_status

	PdnConnectionStatus
	5.3.2.4.8
	Represents the PDN connection status.
	Pdn_connectivity_status

	PdnType
	5.3.2.4.9
	Represents a PDN connection type.
	

	ReachabilityType
	5.3.2.4.4
	Represents a reachability type.
	Ue-reachability_notification

	SACRepFormat
	5.3.2.4.13
	Represents the NSAC reporting format.
	NSAC

	SubType
	5.3.2.4.12
	Represents a subscription type.
	UAV

	UavPolicy
	5.3.2.3.11
	Represents the policy information included in the UAV presence monitoring request.
	UAV

	UePerLocationReport
	5.3.2.3.4
	Represents the number of UEs found at the indicated location.
	Number_of_UEs_in_an_area_notification, Number_of_UEs_in_an_area_notification_5G
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