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* * * * 1st Change * * * *
[bookmark: _Toc36040361][bookmark: _Toc44692981][bookmark: _Toc45134442][bookmark: _Toc49607506][bookmark: _Toc51763478][bookmark: _Toc58850376][bookmark: _Toc59018756][bookmark: _Toc68169768][bookmark: _Toc97203464]5.11.1.2.3.2	GET
The GET method allows to read all active subscriptions for a given AF. The AF shall initiate the HTTP GET request message and the NEF shall respond to the message. 
This method shall support the URI query parameters specified in table 5.11.1.2.3.2-1.
Table 5.11.1.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	array(Gpsi)
	O
	0..N
	The GPSI of the requested UE(s).
	EnNB

	Ip-addrs
	array(IpAddr)
	O
	0..N
	The IP address(es) of the requested UE(s).
	EnNB

	Ip-domain
	string
	O
	0..1
	The IPv4 address domain identifier.
The attribute may only be provided if IPv4 address is included in the ip-addrs query parameter.
	EnNB

	mac-addrs
	array(MacAddr48)
	O
	0..N
	The MAC address(es) of the requested UE(s).
	EnNB

	NOTE:	One of the "gpsis" parameter, the "ip-addrs" parameter or the "mac-addrs" parameter may be provided in the same request. If multiple elements are provided in the array data structure, then each element shall be treated as a separate query parameter.



This method shall support the request data structures specified in table 5.11.1.2.3.2-2 and the response data structures and response codes specified in table 5.11.1.2.3.2-3.
Table 5.11.1.2.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.11.1.2.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	array(ServiceParameterData)
	M
	0..N
	200 OK
	All the subscription information for the AF in the request URI are returned.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.11.1.2.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.11.1.2.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



* * * * End of Changes * * * *
