

	
3GPP TSG-CT3 Meeting #122e	C3-223235
E-Meeting, 12th – 20th May 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.675
	CR
	0031
	rev
	-
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Alignment with the SBI template

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	CT3

	
	

	Work item code:
	SBIProtoc17
	
	Date:
	2022-05-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	CT4 updated SBI template (see C4-222295) to remove the "apiVersion" placeholder from the "Resource URI variables" table since the "apiVersion" placeholder is not a resource URI variable and added introduction part in the clause showing the resource overview.

The same changes are needed in this specification.

	
	

	Summary of change:
	Clause 5.3.1:
updated in accordance with the updated SBI template i.e. added that the clause describes the structure for the Resource URIs, the resources and methods used for the service; and that figure 5.3.1-1 depicts the resource URIs structure for the Nucmf_Provisioning API.

Clauses 5.3.2.2 and 5.3.3.2:
rows with the "apiVersion" placeholder removed from the "Resource URI variables" tables.

	
	

	Consequences if not approved:
	Specification will not be aligned with the SBI template and other SBI TSs.

	
	

	Clauses affected:
	5.3.1, 5.3.2.2, 5.3.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file of the Nucmf_Provisioning API.

	
	

	This CR's revision history:
	



Page 1


*** First Change ***
[bookmark: _Toc18512545][bookmark: _Toc34125008][bookmark: _Toc34125270][bookmark: _Toc36041887][bookmark: _Toc45134928][bookmark: _Toc45134998][bookmark: _Toc51764362][bookmark: _Toc59020355][bookmark: _Toc90661686]5.3.1	Overview
This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 5.3.1-1 depicts the resource URIs structure for the Nucmf_Provisioning API.


Figure 5.3.1-1: Resource URI structure of the Nucmf_Provisioning API
Table 5.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	UE radio capability provisionings
	/provisionings
	POST
	Create a UE radio capability provisioning resource.

	Individual UE radio capability provisioning
	/provisionings/{provisioningId}
	GET
	Read an existing UE radio capability provisioning resource.

	
	
	PUT
	Modify an existing UE radio capability provisioning resource.

	
	
	PATCH
	Modify an existing UE radio capability provisioning resource.

	
	
	DELETE
	Remove an existing UE radio capability provisioning resource.




*** Next Change ***
[bookmark: _Toc18512548][bookmark: _Toc34125011][bookmark: _Toc34125273][bookmark: _Toc36041890][bookmark: _Toc45134931][bookmark: _Toc45135001][bookmark: _Toc51764365][bookmark: _Toc59020358][bookmark: _Toc90661689]5.3.2.2	Resource Definition
Resource URI: {apiRoot}/nucmf-provisioning/<apiVersion>/provisionings
This resource shall support the resource URI variables defined in table 5.3.2.2-1.
Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.1.

	apiVersion
	string
	See clause 5.1.




*** Next Change ***
[bookmark: _Toc18512554][bookmark: _Toc34125017][bookmark: _Toc34125279][bookmark: _Toc36041896][bookmark: _Toc45134937][bookmark: _Toc45135007][bookmark: _Toc51764371][bookmark: _Toc59020364][bookmark: _Toc90661695]5.3.3.2	Resource Definition
Resource URI: {apiRoot}/nucmf-provisioning/<apiVersion>/provisionings/{provisioningId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.
Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.1.

	apiVersion
	string
	See clause 5.1.

	provisioningId
	string
	Identifies the individual UE radio capability resource in the UCMF.
To enable the value to be used as part of a URI, the string shall only contain allowed characters according to the "lower-with-hyphen" naming convention defined in clause 5.1.3 of 3GPP TS 29.501 [5] and rules for a path segment defined in IETF RFC 3986 [14].




*** End of Changes ***
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