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* * * * Start of Changes * * * *
[bookmark: _Toc510696586][bookmark: _Toc35971378][bookmark: _Toc96843327][bookmark: _Toc96844302][bookmark: _Toc97039856]5.1	Introduction
The UAE Server provides the following services:
-	UAE_C2OperationModeManagement
-	UAE_RealtimeUAVStatus
Table 5.1-1 summarizes the corresponding APIs defined in this specification.
Table 5.1-1: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	API Name
	Annex

	UAE_C2OperationModeManagement
	5.2
	UAE Server C2 Operation Mode Management Service
	TS29257_UAE_C2OperationModeManagement.yaml
	uae-c2opmode-mngt
	A.2

	UAE_RealtimeUAVStatus
	5.3
	UAE Server Real-time UAV Status Service
	TS29257_UAE_RealtimeUAVStatus.yaml
	uae-uav-status
	A.3



NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 5, the UAE Server takes the role of the SCEF and the UASS takes the role of the SCS/AS.
* * * * Next Changes * * * *
[bookmark: _Toc510696599][bookmark: _Toc35971391][bookmark: _Toc96843356][bookmark: _Toc96844331][bookmark: _Toc97039885]6.1.1	Introduction
The UAE_C2OperationModeManagement service shall use the UAE_C2OperationModeManagement API.
The API URI of the UAE_C2OperationModeManagement API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [2], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
-	The <apiName> shall be "uae-c2opmode-mngt".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.1, the UAE Server takes the role of the SCEF and the UASS takes the role of the SCS/AS.
* * * * Next Changes * * * *
[bookmark: _Toc96843412][bookmark: _Toc96844387][bookmark: _Toc97039941]6.2.1	Introduction
The UAE_RealtimeUAVStatus service shall use the UAE_RealtimeUAVStatus API.
The API URI of the UAE_RealtimeUAVStatus API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [2], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
-	The <apiName> shall be "uae-uav-status".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.2, the UAE Server takes the role of the SCEF and the UASS takes the role of the SCS/AS.
* * * * End of Changes * * * *
