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*******
* * * First Change * * * *
[bookmark: _Toc92281872]5.4.8.2	UE assistance data received by the network
On receipt of a PMFP UAD provisioning message, the UPF may use the information in the received PMFP UAD provisioning message to align the DL traffic distribution for all DL traffic that applies to the UE-assistance operation.
* * * Next Change * * * *
[bookmark: _Toc42897433][bookmark: _Toc43398948][bookmark: _Toc51772027][bookmark: _Toc92281902]6.2.1.3.1	Message definition
The PMFP ECHO RESPONSE message is sent by the UPF to the UE or by the UE to the UPF as response to an PMFP ECHO RESPONSE REQUEST message to enable detection of RTT.
See table 6.2.1.3.1-1.
Message type:	PMFP ECHO RESPONSE
Significance:	dual
Direction:	UE to UPF or UPF to UE 
Table 6.2.1.3.1-1: PMFP ECHO RESPONSE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP echo response message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2

	
	RI
	Request identity
6.2.2.5
	M
	V
	1

	70
	Padding
	Padding
6.2.2.6
	O
	TLV-E
	3-1000



* * * Next Change * * * *
[bookmark: _Toc59196338][bookmark: _Toc92281912]6.2.1.8.1	Message definition
The PMFP PLR COUNT RESPONSE message is sent by the UE to the UPF or the UPF to the UE to acknowledge reception of a PMFP PLR COUNT REQUEST message.
See table 6.2.1.8.1-1.
Message type:	PMFP PLR COUNT RESPONSE
Significance:	dual
Direction:	both 
Table 6.2.1.8.1-1: PMFP PLR COUNT RESPONSE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP PLR count response message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2



* * * Next Change * * * *
[bookmark: _Toc98408586]6.2.1.9.1	Message definition
The PMFP PLR REPORT REQUEST message is sent by either UE or UPF to request the reprot report of the counting result.
See table 6.2.1.9.1-1.
Message type:	PMFP PLR REPORT REQUEST
Significance:	dual
Direction:	both
Table 6.2.1.9.1-1: PMFP PLR REPORT REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP PLR report request message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2

	
	Additional request
	Additional request
6.2.2.9
	O
	TV
	1



* * * Next Change * * * *
[bookmark: _Toc42897440][bookmark: _Toc43398955][bookmark: _Toc51772034][bookmark: _Toc92281923]6.2.2.2	Extended procedure transaction identity
The purpose of the extended procedure transaction identity information element is to enable distinguishing up to 10000H different bi-directional message flows. Such a message flow is called a transaction.
Extended procedure transaction identity is a type 3 information element with length of 2 octet.
The extended procedure transaction identity information element is coded as shown in figure 6.2.2.2-1 and table 6.2.2.2-1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	
EPTI
	octet 1

octet 2


Figure 6.2.2.2-1: Extended procedure transaction identity information element
Table 6.2.2.2-1: Extended procedure transaction identity information element
	EPTI (octet 1 to octet 2)
Binary encoded EPTI value.
EPTI values between 0000H and 7FFFH indicate a UE-initiated transaction. EPTI values between 8000H and FFFFH indicate a UPF-initiated transaction.




* * * End of Changes * * * *


