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	Reason for change:
	In TS 24.301 subclause 3.1:
MUSIM UE: A UE with multiple valid USIMs, capable of initiating and maintaining simultaneous separate registration states with PLMN(s) using identities and credentials associated with those USIMs and supporting one or more of the NAS signalling connection release, the paging indication for voice services, the reject paging request, the paging restriction and the paging timing collision control.

In TS 23.501 clause 5.38.1:
When a UE returns to having only one USIM active from a Multi-USIM UE that previously indicated to the network it supported Multi-USIM feature(s), the UE shall indicate all the Multi-USIM features are not supported to the network for that USIM.

The later is not clearly captured in TS 24.301 buts needs to be specified.
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	Add that when a UE is not longer regarded as a MUSIM UE, then the UE indicates to the current PLMN that any MUSIM features are not supported.
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*******
* * * First Change * * * *

[bookmark: _Toc99061011]4.10	Support of MUSIM features
A network and a MUSIM UE may support one or more of the MUSIM features (i.e. the NAS signalling connection release, the paging indication for voice services, the reject paging request, the paging restriction and the paging timing collision control).
If MUSIM UE supports one or more MUSIM features, the UE indicates support of one or more MUSIM features during the attach procedure and the normal tracking area updating procedure. If the UE has indicated support of the NAS signalling connection release or the reject paging request or both and the UE supports the paging restriction, the UE indicates support of the paging restriction.
If the UE indicates support of one or more MUSIM features and the network decides to accept one or more MUSIM features, the network indicates the support of one or more MUSIM features during the attach procedure and the normal tracking area updating procedure. The network only indicates the support of the paging restriction together with the support of either NAS signalling connection release or the reject paging request.
The network does not indicate support for any MUSIM feature to the UE during the attach for emergency bearer services.
[bookmark: _Hlk103332932]If a UE stops fulfilling the condition to be considered a MUSIM UE as defined in subclase 3.1, and the UE has negotiated support of one or more MUSIM features, then the UE shall initiate a normal tracking area update procedure to indicate that all the MUSIM features are not supported as specified in subclause 5.5.3.2.


* * * End of Changes * * * *


