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	Reason for change:
	It was clarified in stage-2 CR S2-2203249 that, when the V2X layer derives new PC5 QoS parameters for a destination Layer-2 ID that has been provided to the AS layer, the V2X layer provides the new PC5 QoS parameters for the destination Layer-2 ID to the AS layer.

It is needed to reflect the corresponding requirement in stage-3 spec, for not having any wrong assumption that the configuration of PC5 QoS parameters from V2X layer to lower layers is a "one-time operation" for the reception of broadcast mode and groupcast mode of V2X communication over PC5.

	
	

	Summary of change:
	Specifying that, when the UE derives new PC5 QoS parameters for a destination layer-2 ID that has been provided to lower layers, the UE shall provide the new PC5 QoS parameters for that destination layer-2 ID to lower layers.

	
	

	Consequences if not approved:
	Wrong understanding that the PC5 QoS parameters for reception of broadcast and groupcast modes can be configured to lower layers only one time, i.e not needed to be updated due to e.g. changes of application requirements.
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***** First change *****
[bookmark: _Toc533170270][bookmark: _Toc34388661][bookmark: _Toc34404432][bookmark: _Toc45282277][bookmark: _Toc45882663][bookmark: _Toc51951213][bookmark: _Toc59208969][bookmark: _Toc75734808][bookmark: _Toc99178942]6.1.3.3	Reception of broadcast mode V2X communication over PC5
The UE may be configured by upper layers with one or more destination layer-2 ID(s) for reception of V2X messages over PC5. The receiving UE shall determine the PC5 QoS parameters for this broadcast V2X service in the same way described in clause 6.1.3.2.1.2 and shall determine the NR Tx Profile as described in clause 5.2.3, and shall provide the PC5 QoS parameters, the NR Tx Profile if available and the destination layer-2 ID(s) to lower layers. When the UE derives new PC5 QoS parameters for a destination layer-2 ID that has been provided to lower layers (e.g., due to a change in application requirements), the UE shall provide the new PC5 QoS parameters for that destination layer-2 ID to lower layers. For each received protocol data unit over PC5, the receiving UE shall check if the destination layer-2 ID of the received protocol data unit matches one of the configured destination Layer-2 IDs. If yes, the UE shall then check whether the protocol data unit type as defined 3GPP TS 38.323 [10] provided by the lower layers for the received packet is set to IP packet or non-IP packet, and pass the protocol data unit to the corresponding upper layer entity.
[bookmark: _Hlk87895976][bookmark: _Hlk86249778][bookmark: _Hlk86249757]NOTE:	When the PC5 DRX operation is needed based on the provided NR Tx Profile if any, the lower layers use PC5 QoS parameters and the destination layer-2 ID(s) to determine the PC5 DRX parameter values (see 3GPP TS 38.300 [8]) for reception operation over PC5 reference point.
***** End of changes *****

