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	Reason for change:
	The UE-to-network relay unicast direct communication procedures over PC5 interface reuse the same procedures defined for unicast mode 5G ProSe direct communication over PC5 that are described in clause 7.2, where any needed modifications in those procedures to support relay cases are mentioned in clause 7.2. This becomes more clear after the security procedures have been defined.

[bookmark: _Hlk98485218]It is not mentioned anywhere in the spec that those unicast procedures are reused for relay cases. This can confuse the reader a lot, since for example there is already a specific subclause for "UE-to-network relay discovery over PC5 interface" within clause 8.

Hence it is proposed to clarify that within the clause that is specific for relay procedures (i.e. clause 8) by adding a new subclause that indicates this relation

	
	

	Summary of change:
	Specifying that, the UE-to-network relay unicast direct communication procedures over PC5 interface reuse the same procedures defined for unicast mode 5G ProSe direct communication over PC5 that are described in clause 7.2, where any needed modifications in those procedures to support relay cases are mentioned in clause 7.2
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***** First change *****
[bookmark: _Toc97192651]8.2.9	UE-to-network relay unicast direct communication over PC5 interface
The direct communication between 5G ProSe remote UE and 5G ProSe UE-to-network relay UE reuses the procedures for unicast mode 5G ProSe direct communication over PC5 described in clause 7.2.
NOTE:	Any modifications needed to the procedures defined for unicast mode 5G ProSe direct communication over PC5 to support the direct communication between 5G ProSe remote UE and 5G ProSe UE-to-network relay UE are described within clause 7.2.
***** End of changes *****

