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	Reason for change:
	In table 6.6.6.2.4-1, the ngapIeType is defined as conditional. 

However, the API description A.7 defines the ngapIeType as mandatory, see below:
    N2MbsSmInfo:
      description: N2 MBS Session Management information
      type: object
      properties:
        ngapIeType:
          $ref: '#/components/schemas/MbsNgapIeType'
        ngapData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
      required:
        - ngapIeType
        - ngapData
Therefore, it is a mismatch between the resource description and API.

3GPP TS 23.247 has defined that N2MbsSmInfo shall contain the N2 MBS Session information to be transferred to the NG-RAN nodes and the ngapIeType shall be provided to the AMF to generate the corresponding MBS related NGAP message defined in 3GPP TS 38.413. 

Therefore, we need to change the ngapIeType to mandatory.
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	Correct the datatype definition for ngapIeType.
Correct a typo.
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* * * First Change * * * *
[bookmark: _Toc81298030][bookmark: _Toc89035507][bookmark: _Toc89065305][bookmark: _Toc89180606][bookmark: _Toc97072301][bookmark: _Toc106632940]6.6.6.2.2	Type: MbsN2MessageTransferReqData
Table 6.6.6.2.2-1: Definition of type MbsN2MessageTransferReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsSessionId
	MbsSessionId
	M
	1
	This IE shall be included to identify the MBS session to which the N2 information to be transferred is related.


	areaSessionId
	AreaSessionId
	O
	0..1
	Area Session ID
This IE may be present, if this is a Location dependent multicast MBS session.

	n2MbsSmInfo
	N2MbsSmInfo
	M
	1
	This IE shall contain the N2 MBS Session Information to be transferred to the NG-RAN nodes serving the MBS session and additional information required for the processing of the message by the AMF.


	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.




* * * Next Change * * * *
6.6.6.2.4	Type: N2MbsSmInfo
Table 6.6.6.2.4-1: Definition of type N2MbsSmInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	ngapIeType
	MbsNgapIeType
	MC
	0..1
	This IE shall indicate the NGAP IE type of the ngapData as specified in clause 6.6.6.4.2.2.


	ngapData
	RefToBinaryData
	M
	1
	This IE shall contain the reference the binary data part carrying the NGAP data.



* * * End of Changes * * * *


