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*******
* * * First Change * * * *
[bookmark: _Toc85877007][bookmark: _Toc88681459][bookmark: _Toc89678146][bookmark: _Toc97302755][bookmark: _Toc106605441]5.2.2.8.1	General
The StatusNotify service operation shall be used by the MBSTF to notify a subscribed NF Service Consumer (e.g. MBSF) about the events related to an MBS distribution session.
The MBSTF shall notify the NF Service Consumer (e.g. MBSF) by using the HTTP POST method to the callback URI received earlier in the subscription as shown in Figure 5.2.2.8.1-1.


Figure 5.2.2.8.1-1: MBTSMF notifications
1.	The MBSTF shall send a POST request (StatusNotifyReqData) to the callback URI ({notifUri}) of the subscribed NF Service Consumer. The payload body of the POST request shall contain:
-	Notification Correlation ID, if this information was provided during subscription;
[bookmark: OLE_LINK15]-	the list of MBS distribution session events to be reported:;
-	report a DATA_INGEST_FAILURE event when the MBSTF failed to ingest data from the AF/AS;
-	report a SESSION_DEACTIVATED event when the MBS distribution session is released in the MBSTF;
-	report a SESSION_ACTIVATED event when the delivery started toward the MB-UPF.
-	When reporting a MTK_UPDATE event:
[bookmark: _Hlk107316505]-	an updated multicast session security context if the MBSTF generated a new MBS Traffic Key (MTK);
-	When reporting a MSK_REQUEST event:
-	optionally, an updated multicast session security context containing list of MSK IDs to be refreshed;
2a.	On success, the MBSF shall return a "204 No Content" response.
2b.	On failure, one of the HTTP status code listed in the data structures supported by the POST Response Body (see Table 6.1.5.2.3.1-2) shall be returned. The message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.1.5.2.3.1-2).
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of POST response.

* * * Next Changes * * * *
[bookmark: _Toc104297861][bookmark: _Toc104300172][bookmark: _Toc106605501]6.1.6.3.7	Enumeration: DistSessionEventType
The enumeration DistSessionEventType defines the status of the MBS distribution session that NF consumer wants to subscribe to. It shall comply with the values defined in table 6.1.6.3.7-1.
Table 6.1.6.3.7-1: Enumeration DistSessionEventType
	Enumeration value
	Description
	Applicability

	"DATA_INGEST_FAILURE"
	MBSTF failed to ingest data from AF/AS
	

	"SESSION_DEACTIVATEDSESSION_TERMINATED"
	Session released in MBSTF
	

	"SESSION_ACTIVATEDDELIVERY_STARTED_VIA_NMB9"
	Delivery started towards MB-UPF
	

	"MTK_UPDATE"
	Subscription to be notified about the updated Security Context information if the MBSTF generated a new MBS Traffic Key (MTK)
	

	"MSK_REQUEST"
	Subscription to be notified about request for new MSK due to, e.g., key lifetime expiry.
	



Editor's Note:	Whether additional event enumerations need to be defined is FFS.

* * * Next Changes * * * *
[bookmark: _Toc98500939][bookmark: _Toc104297874][bookmark: _Toc104300185][bookmark: _Toc106605514]A.2	Nmbstf_DistSession API
openapi: 3.0.0

info:
  title: Nmbstf-distsession
  version: 1.0.0
  description: |
    MBSTF Distribution Session Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.581 V17.0.0; 5G System; MBSDistribution Service.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.581/

servers:
  - url: '{apiRoot}/nmbstf-distsession/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - nmbstf-distsession

*******skipped for clarity*******
    DistSessionEventType:
      description: Status Event Type
      anyOf:
      - type: string
        enum:
          - DATA_INGEST_FAILURE
          - SESSION_DEACTIVATEDSESSION_TERMINATED
          - SESSION_ACTIVATEDDELIVERY_STARTED_VIA_NMB9
          - MTK_UPDATE
          - MSK_REQUEST
      - type: string

*******skipped for clarity*******

* * * End of Changes * * * *


image1.emf
NF Service 

Consumer

MBSTF

1. POST {notifUri} (StatusNotifyReqData)

2a. 204 No Content

2b. 4xx/5xx (ProblemDetails)

2c. 3xx (RedirectResponse)


Microsoft_Visio_2003-2010_Drawing.vsd
NF Service Consumer


MBSTF


1. POST {notifUri} (StatusNotifyReqData)


2a. 204 No Content


2b. 4xx/5xx (ProblemDetails)


2c. 3xx (RedirectResponse)



