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	Reason for change:
	In TS 29.503, there are two Editor's Note related to 5G ProSe Authentication:

1/ For the requirement of both RSC and SNN:
[bookmark: _Toc106613869]6.3.6.2.17	Type: ProSeAuthenticationInfoRequest
…
Editor's Note:	As KDF for Kausf_P is unclear in SA3, it could be potential changes in ProseauthinfoRequest, e.g. whether both SNN and RSC are required info.
According to latest 33.503, The AUSF pass both the IEs to the UDM in the service operation:

6. The AUSF shall initiate a 5G ProSe Remote UE specific authentication using the ProSe specific parameters received (i.e. RSC, etc.). The serving network name handling is the same as defined in TS 33.501 [3]. 
Also in service operation definition both as mandatory:

[bookmark: _Toc106364551][bookmark: _Toc106372417]7.4.2.1	Nudm_UEAuthentication_GetProseAv service operation
Service operation name: Nudm_UEAuthentication_GetProseAv.
Description: Requester NF gets the authentication data for Prose and the Routing Indicator from UDM. If SUCI is included, this service operation returns the SUPI.
Inputs, Required: SUPI or SUCI, Relay Service Code, Serving network name.
This CR propose to remove the EN, as current Nudm API definition is already aligned with latest agreed stage 2.

2/ For supporting of 5G-AKA and other authentication types:

[bookmark: _Toc106613871]6.3.6.2.19	Type: ProSeAuthenticationVectors
…
Editor's Note:	Whether 5G_AKA is supported is FFS.
SA3 has concluded that only EAP-AKA is supported for 5G ProSe Authentication. This EN can be simply removed.



	
	

	Summary of change:
	Remove Editor's Notes.
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6.3.6.2.17	Type: ProSeAuthenticationInfoRequest
Table 6.3.6.2.17-1: Definition of type ProSeAuthenticationInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	servingNetworkName
	ServingNetworkName
	M
	1
	See 3GPP TS 33.501 [6] clause 6.1.1.4

	relayServiceCode
	RelayServiceCode
	M
	1
	Indicates Relay Service Code. See 3GPP TS 29.571 [7] clause 5.4.2

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	Contains RAND and AUTS.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.3.8



Editor's Note:	As KDF for Kausf_P is unclear in SA3, it could be potential changes in ProseauthinfoRequest, e.g. whether both SNN and RSC are required info.

* * * Next Change * * * *
6.3.6.2.19	Type: ProSeAuthenticationVectors
Table 6.3.6.2.19-1: Definition of type ProSeAuthenticationVectors as a list of alternatives
	Data type
	Cardinality
	Description

	array(AvEapAkaPrime)
	1..5
	



Editor's Note:	Whether 5G_AKA is supported is FFS.
* * * End of Changes * * * *

